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TEST REPORT
IEC 62109-1, EN 62109-1
Safety of Power Converter for use in Photovoltaic Power Systems
Part 1. General requirements

Report Reference No.................... ENS2510110131P00101R
Compiled by (name + signature) ...: An Yang fOJI-"L rﬁf-ﬂ%
Approved by (name + signature) .: Paladin Hu Pﬂ.{ﬁﬁ!ﬁh
Date of issue ...............c.eceevvnen...s October 15, 2025
Total number of pages.................... 103 pages
Testing Laboratory name........... . EMTEK (SHENZHEN) CO., LTD.
AdAreSS....ccvvvveiieeiiiiiiie e . Bldg 69, Majialong Industry Zone, Nanshan District, Shenzhen,
Guangdong, China
Testing location/ address........... : Same as abowe
Applicant’'sname ....................... . INVT Solar Technology (Shenzhen) Co., Ltd.
AdAress. ... - 6th Floor, Block A, INVT Guangming Technology Building, Kejie Fourth

Road, Shutianpu Community, Matian Guangming District, 518000
Shenzhen, PEOPLE’S REPUBLIC OF CHINA

Test specification:

Standard ...........coiiiiiii : IEC 62109-1: 2010 (First Edition) ,EN 62109-1: 2010
Test procedure ........c.c.ccvvevenneennn. . IEC report

Non-standard test method............ N/A

Test Report Form No.................. : IEC62109_1B

Test Report Form(s) Originator ..... : VDE Testing and Certification Institute

Master TRF .......coooevvviiniiiiiineeeenn : Dated 2011-03

Copyright © 2016 IEC System of Conformity Assessment Schemes for Electrotechnical Equipment and
Components (IECEE System). All rights reserved.

This publication may be reproduced in whole or in part for non-commercial purposes as long as the
IECEE is acknowledged as copyright owner and source of the material. IECEE takes no responsibility for
and will not assume liability for damages resulting from the reader's interpretation of the reproduced
material due to its placement and context.

If this Test Report Form is used by non-IECEE members, the IECEE/IEC logo and the reference to the CB
Scheme procedure shall be removed.

Thisreport is not valid as a CB Test Report unless signed by an approved CB Testing Laboratory and
appended to a CB Test Certificate issued by an NCB in accordance with IECEE 02.

General disclaimer:

The test results presented in this report relate only to the object tested.

This report shall not be reproduced, except in full, without the written approval of the Issuing CB Testing
Laboratory. The authenticity of this Test Report and its contents can be werified by contacting the NCB,
responsible for this Test Report.

Test item description ................. . Off-grid inverter
Trade Mark.........ccooevviiiiiiieinennnns i
Manufacturer ........cccccvvveeeeeeeeeennnn, - INVT Solar Technology (Shenzhen) Co., Ltd.
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Address. ... - 6th Floor, Block A, INVT Guangming Technology Building, Kejie Fourth
Road, Shutianpu Community, Matian Guangming District, 518000
Shenzhen, PEOPLE’S REPUBLIC OF CHINA

Model/Type reference .................. . XN3624-MAX

RatingS.....covveevieiiieiecee e . See the rating labels.

Summary of testing:

The product has been tested according to standard IEC 62109-1: 2010, EN 62109-1: 2010 & IEC 62109-2:
2011, EN 62109-2: 2011

e Tested for moderate conditions
e EUT is designed for altitudes not exceeding 4000m.

List of Attachments (including a total number of pagesin each attachment):
This test report contains 2 parts listed in below table:

ltem Description Pages
Part 1 IEC 62109-1: 2010 Test report 2-75
Part 2 IEC 62109-2: 2011 Test report 76-103
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Test item particulars..........ccoooiiiiiiiii, :

Equipment mobility .............cccoovveiieiieiee e - [ movable [0 hand-held [X stationary
X fixed O] transportable [ for building-in
Connection tothe mains..............coocoviiiiiinnn. . - pluggable equipment [ direct plug-in
X permanent connection [ for building-in
Enviromental category .........cccoveeiiieeiiiieiiieeiieeeannn. - X outdoor [(dindoor unconditional
Lindoor conditional
Ower wltage category Mains ...............cccveeeeeennnn... - OQovciOdovecn Xovecnm Ooveiv
Ower wltage category PV..........cccoovvveeeiiiiieeeeeenne. - OQovci X ovcn Oovem Ooveiv
Mains supply tolerance (%)........ccoveevviiiiiiieiiieiinainnns ;o 210%
Tested for power SyStems.........cccevevveiieiiiieennnen, : TN system TT system
IT testing, phase-phase wltage (V)........cooeevveenvinnnns ;. N/A
Class of equIpmMeNt ..........ccooveiiiieiiiieiiieeeeeee e, - X Class | [ Class Il [J Class Il
] Not classified
Mass of equipment (Kg)......cooevvieeiiiiiiiieieieeeeis . 7kg
Pollution degree. .........cooveiiiiiiiii e . PD3
Operation ambient temperature..............cccccceeevevnnnnn. © -10°C ~+60 °C
IP protection Class........ccoevuiiiiiiiiiii e ;P21

Possible test case verdicts:

- test case does not apply to the test object................  N(/A, Not applicable)

- test object does meet the requirement ..................... P (Pass)

- test object does not meet the requirement................ F (Fail)

TESHNG cvniiii el

Date of receipt of test item..................cceeeeveeneeenens June 01, 2025

Date (s) of performance of tests..........................e..r June 02, 2025 to June 10, 2025

General remarks:

"(see Attachment #)" refers to additional information appended to the report.

"(see appended table)" refers to a table appended to the report.

The tests results presented in this report relate only to the object tested.

This report shall not be reproduced except in full without the written approval of the testing laboratory.
List of test equipment must be kept on file and available for review.

Additional test data and/or information provided in the attachments to this report.

Throughout this report a (1 comma / X point is used as the decimal separator.

General product information and Note:

1) It’s intended for professional incorporation into PV systems, and it is assessed on a component
test basis;

2) The PCE shall be used at specified ambient temperature range: -10°C~+60C.

Note: Based on the original project number of CE-LVD: ENS2505140144P00401. Reporting
applicant, manufacturer, processing plant, name, model, nameplate, product photo, does not affect
the test.
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Copy of marking plate:
Rating label:

invt

Off-grid Inverter

XN3624-MAX
Operating Temperature Range . _s0cC
Ganeral | IP Grade P21
Info Safety Class I
Max Parallel MA
Rated Power A600VAS 3600w
AC Voltage ac. 230V5%
Output | ., of Output 2
Rated Current a.c. 1574
Battery | Voltage Range dc. 20-30W
Input | Rated Voltage. d.c. 24N
Voltage Range ac. 90-280V
ALC Frequency 50Hz/40Hz
Input | Max AC Bypass Current a.c. 204
Max.AC Charge Current d.c. 1004
Max. Power 000V
Max PV Input Current d.c. 184
:._IVM Max.Open Voltage d.c. 5000V
MPPT Input Voltage Range dc.|  &0-4500
Max.Charge Current d.c. 1004
A, AN I CE
LT
S/N:
Made in China E
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IEC 62109-1: 2010, EN 62109-1:2010

Clause Requirement — Test Result - Remark Verdict
4 General testing requirements P
4.1 General P
4.2 General conditions for testing P
4.2.1 Sequence of tests P
4.2.2 Reference test conditions P
4.2.2.1 Environmental conditions P
Unless otherwise specified, the following ambient P

environmental conditions shall exist in the test
location:

a) temperature of 15 C to40 C

b) a relative humidity of not more than 75 % and
not less than 5%

c) an air pressure of 75 kPa to 106 kPa.

d) no frost, dew, percolating water, rain, solar
radia- tion, etc.

4222 State of equipment
4.2.2.3 Position of equipment The equipment were installed in
accordance with the
manufacturer's instructions, in
the configuration that results in
the worst-case test conditions
4224 Accessories Accessories were added that P
results in the worst-case test
conditions
4225 Cowvers and removable parts No N
4.2.2.6 Main supply 230+5%VAC 50/60Hz P
4.2.2.7 Supply ports other than the mains PV and battery P
42271 Photowoltaic supply sources P
4.2.2.7.2 | Battery inputs P
4228 Conditions of loading for output ports AC-DC DC-AC P
4.2.2.9 Earthing terminals Protective conductor terminal P
was connected to earth. No
functional earth terminal.
4.2.2.10 Controls P
Controls which the operator can adjust shall be Control is set to max. AC output
set to any position except that power.
a) mains selection devices shall be set to the No mains selection devices. N
correct value unless otherwise noted in this
standard,;
b) Combinations of settings shall not be made if No combinations of settings N
they are prohibited by the manufacturer's devices

instructions provided with the equipment.
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4.2.2.11 Available short circuit current

4.3 Thermal testing
4.3.1 General

43.2 Maximum temperature Tests of equipment rated for use
in ambient temperatures up to
60°C

V|(T|(T|T

4.3.2.1 General

Materials and components shall be selected so
that under the most severe rated operating
conditions, the temperatures do not exceed the
temperature limits.

av)

Conformity is verified by measuring temperatures P
under the conditions given in 4.2 for each rated
operating condition or mode of the PCE that
could affect the resulting temperatures.

The temperature limits specified below are total P
temperature limits (not temperature rise limits).

Tests of equipment rated for use in ambient N
temperatures up to 50°C may be conducted at
any ambient temperature in the range given in
4.2.2.1, in which case the difference between the
maximum rated ambient temperature and the test
ambient is to be subtracted from or added to (as
appropriate) the measured temperatures for
comparison to the limits specified below.

PCE rated for use in ambient temperatures more | Maximum rated ambient P
than 50°C shall be tested at the maximum rated |temperature of the unit: 60 °C.
ambient temperature +/-5°C. the difference Tested at an ambient

between the maximum rated ambient temperature to simulate the
temperature and the test ambient is to be worst condition.

subtracted from or added to the measured (see appended table)
temperatures for compari- son to the limits
specified.

PCE with different output ratings or with No derating N
automatic derating for different ambient
temperatures shall be tested under as many
conditions as are necessary to record worst-case
temperatures, including at least the maximum
ambient before derating, and the maximum
ambient with derating.

During thermal testing within NORMAL P
CONDITIONS protective devices shall not
operate.

Temperatures are to be measured by Method of thermocouples is P
thermocouples, except that for coils the change of | used, including transformers,
resistance method may be used. inductors, and other coils.
Multiple embedded thermocou-
ples, where the thermocouples
are attached during winding of
the part, are more likely to record
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hot-spot temperatures.
Limits: P
- for coils and their insulation systems, the tem-
perature limits in Table 1 apply.

- for other components the measured (see appended table) P
temperatures shall not exceed the lower of:

- the applicable IEC component standards

- the component or material’s rated
manufacturer's operating temperature

- if neither of the abowve exists, temperature limits P
are given in Table 2.

4322 Touch temperatures

The maximum temperature for accessible parts of | (see appended table)
the PCE shall be in compliance with table 3

It is permitted that accessible parts that are For metal enclosure, heatsinks, P
required to get hot as part of their intended the limit 100 °C apply and hot
function (for example heatsinks) may have surface marking is used.

temperatures up to 100 °C, if the parts are
marked with the hot surface marking of symbol 14
of Annex C. For prod- ucts only for use in a
closed electrical operating area the 100 °C limit
does not apply.

4.3.2.3 Temperature limits for mounting surfaces

In order to protect against long-term degradation
of building materials, surfaces of the PCE that will
be in contact with the mounting surface shall not
ex- ceed a maximum total temperature of 90 °C.

4.4 Testing in single fault condition

4.4.1 General

Testing in single fault conditions is done to deter-
mine that no hazards result from reasonably ex-
pected fault conditions that may arise in normal
senice or from reasonably expected misuse.

Fault testing shall be done unless it can be P
conclu- sively demonstrated that no hazards
could arise from a particular fault condition, or
unless alternative methods of checking
conformity are specified in this standard in place
of fault testing.

4.4.2 Test conditions and duration for testing under P
fault conditions
4421 General

The equipment shall be operated under the
combination of conditions in 4.2, which is least
favourable for the particular fault test being
performed.

Fault conditions are to be applied only one at a P
time and shall be applied in turn in any
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convenient order. Multiple simultaneous faults
shall not be applied, but a subsequent fault may
arise as a consequence from an applied fault.
Separate samples of the EUT may be used for
each separate fault test applied, or the same
sample may be used for many tests if damage
from previous fault tests has been repaired or will
not affect the results of further tests.

4.4.2.2 Duration of tests

The equipment shall be operated until further
change as a result of the applied fault is unlikely,
as determined by (for example) opening of a
device that removes the influence of the fault,
stabilization of temperatures, etc.

If a non-resettable, manual, or automatically P
resetting protective device or circuit operates in
such a way as to interrupt or mitigate the fault
condition, the test duration is as follows:

- automatic reset devices or circuits: allow the P
protection to cycle on and off until no further
change as a result of the applied fault is likely,
until the ultimate result is obtained, or until
temperatures sta- bilize

- manual reset devices or circuits: three cycles, N
with the device or circuit reset as soon as
possible after tripping

- non-resettable devices or circuits: one cycle

4.4.3 Pass/fail criteria for testing under fault conditions

4431 Protection against shock hazard

T |0V|(T|TO

Compliance with requirements for protection (see appended table)
against electric shock is checked after the
application of single faults as follows:

a) by making measurements to check that no ac- P
cessible DVC-A circuits have become shock
hazardous using the steady state limits for DVC-A
in Table 6 and the short-term limits of 7.3.2.3, and
that such circuits remain separated from live parts
at wltages greater than DVC A with at least basic
insulation. Compliance is checked by the test of
7.5.2 (without humidity preconditioning) for basic
insulation; and

b) by performing a dielectric strength test as per P
7.5.2 (without humidity preconditioning) in the
following cases:

i) on reinforced or double Insulation, using the P
test level for Basic insulation, and

if) on basic insulation in Protective Class | P
equipment, using the test level for Basic
insulation, unless it can be determined that the
fault did not result in any damage to the
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protective earthing conductor or terminal, or to
protective bonding means; and

¢) by inspection to ensure a fuse connected P
between the protective earthing terminal and the
protective earthing conductor in the test setup
has not opened;

the fuse shall be rated 3A non-time-delay (for
equipment rated for use on circuits protected by
owvercurrent protection rated 30A or less)

or 30A to 35A non-time-delay (for equipment
rated for use on circuits protected by overcurrent
protection rated more than 30A);

the enclosure is not to be contacting earth in any
other location during the testing; and

d) by inspection of the enclosure to ensure that P
no damage has resulted that allows access to
parts that are hazardous live.

4432 Protection against the spread of fire

Compliance with requirements for protection
against the spread of fire is checked by placing
the equipment on white tissue-paper cowering a
soft-wood surface and cowering the equipment
with cheesecloth or surgical cotton during the
fault test- ing. As an alternative, the cheesecloth
or surgical cotton may be placed only over the
openings of large equipment.

There shall be no emission of molten metal, burn- P
ing insulation, or flaming or glowing particles from
the fire enclosure, and there shall be no charring,
glowing, or flaming of the tissue paper, cheese-
cloth, or glowing or flaming of surgical cotton.

4.4.3.3 Protection against other hazards

Conformity with requirements for protection
against other HAZARDS after application of the
fault tests is checked as specified elsewhere in
this standard.

4434 Protection against parts expulsion hazards

Failure of any component within the PCE shall
not release parts outside the PCE enclosure with
suffi- cient energy to lead to a hazard, for
example, ex- pulsion of material into an area
occupied by per- sonnel.

444 Single Fault conditions to be applied

4441 Component fault tests (see appended table)

The following faults are simulated:

TV|(T|(T|T

a) Short circuit or open circuit of relevant compo-
nents

b) Short circuit or open circuit of any components P
or insulation where failure could adversely affect
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supplementary insulation or reinforced insulation.

¢) In addition, where required by Method 2 of
9.1.1, components that could result in a fire
hazard are to be overloaded unless they comply
with the re- quirements of 9.1.3

4.4.4.2

Equipment or parts for short-term or intermittent
operation

Not for short-term or intermittent
operation

Components such as motors, relays, other
electromagnetic devices and heaters, which are
nor- mally operated only intermittently, shall be
operated continuously if continuous operation
could occur in a single fault conditions.

No components normally
operated only intermittently

4443

Motors

Motors shall be stopped while fully energized or
prevented from starting, whichewver is less
favourable.

4444

Transformer short circuit tests

(see appended table)

The output windings of transformers shall be
short- circuited one at a time. A transformer
damaged during one test may be repaired or
replaced before the next test.

4445

Output short circuit

Testing is required to be performed on all
combinations of terminals for the port under
consideration, two at a time, including neutral and
earth terminals, and one test with all current-
carrying terminals of the port shorted together at
once.

(1) Line and Neutral

(2) Line and PE

Abowve four combinations of
output terminals are tested one a
time.

the short-circuit currents are to be recorded and if
they exceed the maximum rated current of the cir-
cuit, the maximum measured current shall be pro-
vided in the installation manual for the purpose of
coordination of overcurrent protection of the
exter- nal circuit conductors.

The values are recorded and
stated in the installation manual.

4.4.4.6

Backfeed current test

For equipment intended to be connected simulta-
neously to more than one source of supply, each
input of the PCE shall be tested one at a time, to
determine if hazardous conditions can result from
current from one source of supply flowing into the
wiring for another source under fault conditions.

DC and AC consider as source
of supply

With the PCE operating under normal conditions,
a short circuit shall be applied at the field wiring
terminals of the circuit under consideration, with
all intended other sources connected to the PCE
through the owver current protective devices (if
any) intended to be present in the installation.

the short-circuit currents are to be recorded and if
they exceed the maximum rated current for the
port, the maximum measured current shall be

The values are recorded and
stated in the installation manual
for the purpose of coordination of
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provided in the installation manual for the owver-current protection of the
purpose of coordination of overcurrent protection |external circuit con- ductors.
of the exter- nal circuit conductors
4.4.4.7 Output overload
Each output of the PCE, and each section of a For high frequency transformer
tapped output, shall be owverloaded in turn, one at [used for SMPS, each section of
a time. The other windings are loaded or not a tapped output can’t be
loaded, whichewer load condition of normal use is | overload.
less favorable. Owerloading is carried out by Software protection is bypassed
connecting a variable resistor across the winding. |when process this overload test.
The resistor is adjusted as quickly as possible (see appended table)
and readjusted, if necessary, after 1 min to
maintain the applicable overload. No further
readjustments are then permitted.
If overcurrent protection is provided by a current- |Owverload protected rely to
sensitive device or circuit, the overload test current fuse link if software
current is the maximum current which the protection was bypassed.
owvercurrent protection device is just capable of (see appended table)
passing for 1 h. If this value cannot be derived
from the specification, it is to be established by
test.
Before the test, the device is made inoperative or
replaced by a link with negligible impedance.
For equipment in which the output wltage is The PCE is owerload to the
designed to collapse when a specified overload maximum output power before
current is reached, the owverload is slowly the point voltage collapse.
increased to the point of maximum output power
before the point which causes the output wltage
to collapse.
In all other cases, the loading is the maximum
power output obtainable from the output.
4.4.4.8 Cooling system failure No cooling system
4.4.4.9 Heating devices No heating devices used
In equipment incorporating heating devices, the
fol- lowing faults shall be applied one at a time:
a) timers which limit the heating period shall be
owerridden to energize the heating circuit continu-
ously;
b) temperature control devices or circuits shall
have single fault conditions applied such that con-
trol over the heater is lost. Over-temperature pro-
tection devices meeting the requirements of 14.3
are left operational during the test.
4.4.4.10 Safety interlock No safety interlock
4.4.4.11 Rewerse d.c. connections the unit cannot start-up, no input
power, no damage, no hazard.
4.4.4.12 Voltage selector mismatch No woltage selector
4.4.4.13 Mis-wiring with incorrect phase sequence or (see appended table)
polar- ity
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44414 PWB short-circuit test (see appended table) P
4.5 Humidity preconditioning P
4.5.1 General P
4.5.2 Conditions P
Relative humidity (%), temperature (°C) 95% RH., 45 °C, 48 h P
4.6 Voltage Backfeed protection P
4.6.1 Backfeed tests under normal conditions See Clause 4.6.3 P
4.6.2 Backfeed tests under single-fault condtions P
4.6.3 Compliance with backfeed tests Backfeed wltage and energy P
protection.
The PCE is compliant with the requirements if 15 s after the indication lamp P
during the tests in 4.6.1 and 4.6.2 no hazardous goes out.
voltage or energy is present on the PCE terminals |voltage and energy on the AC
for the source under test. terminal is 16 Vpeak, 0,1 Joules
Measurements are taken 15 s or 1 s after the energy.
source is de-energized or disconnected, as Voltage and energy on the DC
follows: terminal is 22,1Vdc, 0,69 Joules
energy.
Warning marking “after
disconnection 5 minutes can
touch with the PCE terminal”
- 15 s for sources that are connected by fixed See above P
wiring
- 1 s for sources that are cord-connected or use N
connectors that can be opened without the use of
a tool
4.7 Electrical ratings tests P
4.7.1 Input ratings (see appended table) P
47.1.1 Measurement requirements for DC input ports P
4.7.2 Output ratings P
5 MARKING AND DOCUMENTATION P
5.1 Marking P
5.1.1 General P
Equipment shall bear markings as specified in 5.1 | Label are marked on the PCE P
and 5.2 and graphic symbol is explained
in user manual
Graphic symbols may be used and shall be in P
accordance with Annex C or IEC 60417 as
applicable.
Graphic symbols shall be explained in the P
documentation provided with the PCE.
5.1.2 Durability of markings P
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Markings required by this clause to be located on | The label was subjected to the P
the PCE shall remain clear and legible under permanence of marking test. The
conditions of NORMAL USE and resist the effects |label was rubbed with cloth

of cleaning agents specified by the manufacturer | soaked with water for 30 sec.
And then again for 30 sec. With
the cloth soaked with petroleum
spirit.

After this test there was no
damage to the label. The
marking on the label did not
fade. There was no curling or
liting of the label edge.

5.1.3 Identification

The equipment shall, as a minimum, be
permanently marked with:

a) the name or trade mark of the manufacturer or P
supplier
b) model number, name or other means to P

identify the equipment

¢) a serial number, code or other marking P
allowing identification of manufacturing location
and the manufacturing batch or date within a
three month time period.

5.1.4 Equipment ratings See below

Unless otherwise specified in another part of IEC | special requirement as per EN
62109, the following ratings, as applicable shall 62109-2
be marked on the equipment:

- input woltage, type of wltage (a.c. or d.c.), Refer to the marking label P
frequency, and max. continuous current for each

input

- output wltage, type of wltage (a.c. or d.c.), Refer to the marking label P

frequency, max. continuous current, and for a.c.
outputs, either the power or power factor for each
output

- the ingress protection (IP) rating as in 6.3 below |IP21 P

5.1.5 Fuse identification

Marking shall be located adjacent to each fuse or
fuseholder, or on the fuseholder, orin another
location provided that it is obvious to which fuse
the marking applies, giving the fuse current rating
and where fuses of different wltage rating value
could be fitted, the fuse woltage rating.

Where fuses with special fusing characteristics N
such as time delay or breaking capacity are
necessary, the type shall also be indicated

For fuses not located in operator access areas N
and for soldered-in fuses located in operator
access areas, itis permitted to provide an
unambiguous cross-reference (for example, F1,

FIHEMRERRBSROFMAR i M AERITHLUXSRETUXEHE ik :Http://www.emtek.com.cn  #§# :xinnengyuan@emtek.com.cn
EMTEK (Shenzhen) Co., Ltd. Add: Building 69, Majialong Industry Zone, Nanshan District, Shenzhen, Guangdong, China Http://www.emtek.com.cn E-mail: xinnengyuan@emtek.com.cn

TRF No. : IEC62109 1B Page 14 of 103 Report No. :ENS2510110131P00101R Ver. 1.0



EMTEK(Y)

Access to the World

F2, etc.) to the senicing instructions which shall
contain the relevant information.

5.1.6

DC input, grid connection and
communication interface

If necessary for safety, an indication shall be
given of the purpose of Terminals, connectors,
controls, and indicators, and their various
positions, including any connections for coolant
fluids such as water and drainage. The symbols
in Annex C may be used, and where there is
insufficient space, symbol 9 of Annex C may be
used.

Symbol 9 are marked on the
PCE and user manual indicate
the installation and safety of
connection of connector, control
and indicator

Push-buttons and actuators of emergency stop
devices, and indicator lamps used only to indicate
a warning of danger or the need for urgent action
shall be coloured red.

A multiple-woltage unit shall be marked to indicate
the particular woltage for which it is set when
shipped from the factory. The marking is allowed
to be in the form of a paper tag or any other
nonpermanent material.

The PCE is not intended to
connect to multiple-woltage and
there is no woltage setting device

A unit with d.c. terminals shall be plainly marked
indicating the polarity of the connections, with:

See below

- the sign “+* for positive and “-, for negative; or

The input PV terminals for each
module and whole unit are
moulded with sign “+“ for positive
and “-* for negative

- a pictorial representation illustrating the proper
polarity where the correct polarity can be
unambiguously determined from the
representation

5.1.6.1

Protective Conductor Terminals

The means of connection for the protective
earthing conductor shall be marked with:

symbol 7 of Annex C; or

the letters “PE"; or

the colour coding green-yellow.

5.1.7

Switches and circuit-breakers

The on and off-positions of switches and circuits
breakers shall be clearly marked. If a push-button
switch is used as the power switch, symbols 10
and 16 of Annex C may be used to indicate the
on-position, or symbols 11 and 17 to indicate the
off-position, with the pair of symbols (10 and 16,
or 11 and 17) close together.

V|0V |(T|Z2]|7T0

5.1.8

Class Il Equipment

Class |

Equipment using Class Il protective means
throughout shall be marked with symbol 12 of
Annex C. Equipment which is only partially
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protected by DOUBLE INSULATION or
REINFORCED INSULATION shall not bear
symbol 12 of Table Annex C.

Where such equipment has provision for the N
connection of an earthing conductor for functional
reasons (see 7.3.6.4) it shall be marked with
symbol 6 of Annex C

5.1.9 Terminal boxes for External Connections No such terminal box

Where required by note 1 of Table 2 as a result of [ The wiring used inside the PCE
high temperatures of terminals or parts in the is within the rating

wiring compartment, there shall be a marking,
visible beside the terminal before connection, of
either:

a) the minimum temperature Rating and size of N
the cable to be connected to the TERMINALS; or

b) a marking to warn the installer to consult the N
installation instruction. Symbol 9 of Table D-1 is
an acceptable marking

5.2 Warning markings
5.2.1 Visibility and legibility requirements for warning
markings
Warning markings shall be legible, and shall have |The markings are printed out P

minimum dimensions as follows:

- Printed symbols shall be at least 2,75 mm high

- Printed text characters shall be at least 1.5 mm
high and shall contrast in colour with the
background

- Symbols or text that are moulded, stamped or The symbols are printed out N
engraved in a material shall have a character
height of at least 2,0 mm, and if not contrasting in
colour from the background, shall have a depht or
raised height of at least 0,5 mm.

If it is necessary to refer to the instruction manual | The manual provide necessary P
to presene the protection afforded by the information for the warning
equipment, the equipment shall be marked with marking

symbol 9 of Annex C

Symbol 9 of Annex C is not required to be used P
adjacent to symbols that are explained in the
manual

5.2.2 Content for warning markings

5.2.2.1 Ungrounded heatsinks and similar parts Grounded heatsink and metal
enclosure

An ungrounded heat sink or other part that may N
be mistaken for a grounded part and involves a
risk of electric shock in accordance with 7.3 shall
be marked with symbol 13 of Annex C, or
equivalent. The marking may be on or adjacent to
the heatsink and shall be clearly visible when the
PCE is disassembled to the extent that a risk of
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contact with the heatsink exists.
5.2.2.2 Hot Surfaces P

A part of the PCE that exceeds the temperature
limits specified in 4.3.2 shall be marked with
symbol 14 of Annex C or equivalent.

5.2.2.3 Coolant Coolant is not used N

A unit containing coolant that exceeds 70 °C shall
be legibly marked externally where readily visible
after installation with symbol 15 of Annex C. The
documentation shall provide a warning regarding
the risk of burns from hot coolant, and either:

statement that coolant system senicing is to be N
done only by SERVICE PERSONNEL, or

instructions for safe venting, draining, or N
otherwise working on the cooling system, if these
operations can be performed without
OPERATOR access to HAZARDS internal tothe
equipment

5.2.2.4 Stored energy

Where required by 7.3.9.2 or 7.4.2 the PCE shall | Symbol 21 is marked on PCE
be marked with Symbol 21 of Annex C and the
time to discharge capacitors to safe wltage and
energy levels shall accompany the symbol.

5.2.25 Motor guarding

Where required by 8.2 a marking shall be
provided where itis visible to senice personnel
before removal of a guard, warning of the hazard
and giving instructions for safe servicing (for
example disconnection of the source before
removing the guard).

5.2.3 Sonic hazard markings and instructions No sonic hazard N
If required by 10.2.1 a PCE shall:

a) be marked to warn the operator of the sonic
pressure hazard; or

b) be provided with installation instructions that N
specify how the installer can enxure that the
sound pressure level from equipment at its point
of use after installation, will not reach a value,
which could cause a hazard. These instructions
shall include the measured sound pressure lewel,
and shall identify readily available and practicable
protective materials or measures which may be
used.

5.2.4 Equipment with multiple sources of supply

A PCE with connections for multiple energy
sources shall be marked with symbol 13 of Annex
C and the manual shall contain the information
required in 5.3.4.
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The symbol shall be located on the outside of the P
unit or shall be prominently visible behind any
cover giving access to hazardous parts.

5.2.5 Excessive touch current

Where required by 7.3.6.3.7 the PCE shall be
marked with symbol 15 of Annex C. See also
5.3.2 for information to be provided in the
installation manual.

5.3 Documentation
5.3.1 General
The documentation provided with the PCE shall J( *

provide the information needed for the safe
operation, installation, and (where applicable)
maintenance of the equipment. The
documentation shall include the items required in
5.3.2 through 5.3.4, and the following:

¢ Smin

a) explanations of equipment makings, including P
symbols used

b) location and function of terminals and controls

c) all ratings or specifications that are necessary
to safely install and operate the PCE, including
the following environmental ratings along with
an explanation of their meaning and any
resulting installation requirements:

- ENVIRONMENTAL CATEGORY as per 6.1 Outdoor

- WET LOCATIONS classification fort he Suitable for wet location
intended external environment as per 6.1

- POLLUTION DEGREE classification for the PD3 P
intended external environment as per 6.2

- INGRESS PROTECTION rating as per 6.3 P21

- Ambient temperature and relative humidity Max. 60°C and 85%RH
ratings

- MAXIMUM altitude rating Up to 3000 m

- OVERVOLTAGE CATEGORY assigned to ovcC Il (PV)

each input and output port as per 7.3.7.1.2,

accompanied by guidance regarding how to
ensure that the installation complies with the
required overwltage categories;

d) a warning that when the photowoltaic array is P
exposed to light, it supplies a d.c. wltage to the
PCE
5.3.1.1 Language English provide
Instructions related to safety shall be in a For other country language,

language that is acceptable in the country where | further evaluation is needed
the equipment is to be installed.

5.3.1.2 Format P
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In general, the documentation must be provided Printed form provided and is to P
in printed form and is to be delivered with the be delivered with equipment

equipment.

For equipment which requires the use of a N

computer for both installation and operation,
documentation may be provided in electronic
format without accompanying printed format.

5.3.2 Information related to installation

The documentation shall include installation and
where applicable, specific commissioning
instructions and, if necessary for safety, warnings
against hazards which could arise during
installation or commissioning of the equipment.
The information provided shall include:

a) assembly, location, and mounting P
requirements:

b) ratings and means of connection to each P
source of supply and any requirements related
to wiring and external controls, colour coding of
leads, disconnection means, or overcurrent
protection needed, including instructions that
the installation position shall not prevent
access to the disconnection means;

¢) ratings and means of connection of any P
outputs from the PCE, and any requirements
related to wiring and externals controls, colour
coding of leads, or owvercurrent protection
needed,;

d) explanation of the pin-out of connectors for P
external connections, unless the connector is
used for a standard purpose (e.g. RS 232)

e) ventilation requirements;

f) requirements for special senices, for example [No cooling liquid or other special
cooling liquid,; senice

g) instructions and information relating to sound <45dBA N
pressure level if required by 10.2.1;

h) where required by 14.8.1.3, instructions for the | No such battery N
adequate ventilation of the room or location in
which PCE containing vented or valve-
regulated batteries is located, to prevent the
accumulation of hazardous gases;

i) tightening torque to be applied to wiring P
terminals;
j) values of backfeed short-circuit currents P

available from the PCE on input and output
conductors under fault conditions, if those
currents exceeds the max. rated current of the
circuit, as per 4.4.4.6;

k) for each input to the PCE, the max value of P
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short-circuit current available from the source,
for which the PCE is designed; and

1) compatibility with RCD and RCM,; Internal RCM is used

m) instructions for protective earthing, including touch current not exceed limit
the information required by 7.3.6.3.7 ifa
second protective earthing conductor is to be
installed:

n) where required by 7.3.8, the installation Internal RCM is used N
instructions shall include the following or
equivalent wording:

“This product can cause a d.c. current in the N
external protective earthing conductor. Where a
residual current-operated protective (RCD) or
monitoring (RCM) device is used for protection in
a case of direct or indirect contact, only an RCD
or RCM of Type B is allowed on the supply side
of this product.*

o) for PCE intended to charge batteries, the P
battery nominal woltage rating, size, and type

p) PV array configuration information, such as P
ratings, whether the array is to be grounded or
floating, any external protection devices
needed, etc.

5.3.3 Information related to operation

Instructions for use shall include any operating
instructions necessary to ensure safe operation,
including the following, as applicable:

- Instructions for adjustment of controls including P
the effects of adjustment;

- Instructions for interconnection to accessories P
and other equipment, including indication of
suitable accessories, detachable parts and any
special materials;

- Warnings regarding the risk of burns from P
surfaces permitted to exceed the temperature
limits of 4.3.2 and required operator actions to
reduce the risk; and

- Instructions, that if the equipment is used in a P
manner not specified by the manufacturer, the
protection provided by the equipment may be
impaired.

5.3.4 Information related to maintenance

Maintenance instructions shall include the
following:

- Intervals and instructions for any preventive P
maintenance that is required to maintain safety
(for example air filter replacement or periodic re-
tightening of terminals);
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- Instructions for accessing operator access P
areas, if any are present, including a warning not
to enter other areas of the equipment;

- Part numbers and instructions for obtaining any | No replaceable parts N
required operator replaceable parts;

- Instructions for safe cleaning (if recommended)

- Where there is more than one source of supply
energizing the PCE, information shall be
provided in the manual to indicate which
disconnect device or devices are required to be
operated in order to completely isolate the
equipment.

5.3.4.1 Battery maintenance No energy storage battery inside

Where required by 14.8.5, the documentation
shall include the applicable items from the
following list of instructions regarding
maintenance of batteries:

- Senvicing of batteries should be performed or N
supenised by personnel knowledgeable about
batteries and the required precautions

- When replacing batteries, replace with the same N
type and number of batteries or battery packs

- General instructions regarding removal and N
installation of batteries

- CAUTION: Do not dispose of batteries in a fire. N

The batteries may explode.

- CAUTION: Do not open or damage batteries. N
Released electrolyte is harmful to the skin and
eyes. It may be toxic.

- CAUTION: A battery can present a risk of N
electrical shock and high short-circuit current.
The following precautions should be observed
when working on batteries:

a) Remowve watches, rings, or other metal objects.

b) Use tools with insulated handles.

c) Wear rubber gloves and boots.

Z2|lzZ2|12|Z2

d) Do not lay tools or metal parts on top of
batteries

e) Disconnect charging source prior to connecting N
or disconnecting battery terminals

f) Determine if battery is inadvertently grounded. N
If inadvertently grounded, remowve source from
ground. Contact with any part of a grounded
battery can result in electrical shock. The
likelihood of such shock can be reduced if such
grounds are removed during installation and
maintenance (applicable to equipment and
remote battery supplies not having a grounded
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supply circuit). | | |

6 Environmental requirements and conditions

The manufacturer shall rate the PCE for the
following environmental conditions:

- ENVIRONMENTAL CATEGORY, as in 6.1 Indoor use P
below

- Suitability for WET LOCATIONS or not

- POLLUTION DEGREE rating in 6.2 below PD3

- INGRESS PROTECTION (IP) rating, as in 6.3 P21

below

- Ultraviolet (UV) exposure rating, as in 6.4 below

- Ambient temperature and relative humidity
ratings, as in 6.5 below

6.1 Environmental categories and minimum environmental conditions P
6.1.1 Outdoor P
6.1.2 Indoor, unconditioned N
6.1.3 Indoor, conditioned N
6.2 Pollution degree PD3 P
6.3 Ingress Protection P21 P
6.4 UV exposure P
6.5 Temperature and humidity P
7 Protection against electric shock and energy hazards
7.1 General
7.2 Fault conditions Normal and single fault condition

are considered
7.3 Protection against electric shock
7.3.1 General In the PCE the earthed metal

enclosure is evaluated by means

of basic insulation from DVC C

circuit.

DVC A circuit and unearthed

accessible parts are evaluated

by means of reinforce insulation

from DVC C.

DVC C: The PV input and mains

output.

DVC A: the communication

interface
7.3.2 Decisive wltage classification
7.3.2.1 Use of decisive wltage class (DVC) Working wltage and protective

measures are considered.
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7.3.2.2 Limits of DVC (according table 6) Wet location is considered for P
PCE outside only

7.3.2.3 Short-terms limits of accessible wltages under P
fault conditions

7.3.2.4 Requirements for protection (according table 7) Single fault condition is P
considered. Accessible earthed
conductive parts are separated
from DVC-C circuits by basic
insulation. Accessible unearthed
conductive parts separated from
DVC C circuit by reinforce
insulation

7.3.2.5 Connection to PELV and SELYV circuits The external signal P
communication interface are
considered as SELV

7.3.2.6 Working wltage and DVC

7.3.2.6.1 General Transients and wltage
fluctuations are disregarded.
And worst case normal operating
condition is considered

7.3.2.6.2 AC working wltage (see Figure 2) considered P
7.3.2.6.3 DC working wltage (see Figure 3) Max. DC open woltage: 500V P
7.3.2.6.4 Pulsating working woltage (see Figure 4) N
7.3.3 protective separation See description in Cl. 7.3.1 P
Protective separation shall be achieved by: P
« double or reinforced insulation, or N
e  protective screening, i.e. by a conductive N
screen connected to earth by protective
bonding in the PCE, or connected to the
protective earth conductor itself, whereby the
screen is separated from live parts by at
least basic insulation, or
«  protective impedance comprising limitation of N
current per 7.3.5.3 and of discharged energy
per 7.3.5.4, or
« limitation of wltage according to 7.3.5.4.

The protective separation shall be fully and
effectively maintained under all conditions of
intended use of the PCE

7.3.4 Protection against direct contact
7.3.4.1 General

Protection against direct contact is employed to Enclosure provided
prevent persons from touching live parts that do
not meet the requirements of 7.3.5 and shall be
provided by one or more of the measure given in
7.3.4.2 (enclosures and barriers) and 7.3.4.3
(insulation).
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Open type sub-assemblies and devices do not
require protective measures against direct
contact but the instruction provided with the
equipment must indicate that such measures
must be provided in the end equipment or in the
installation.

End use product

N

Product intended for installation in CLOSED
ELECTRICAL OPERATING AREAS, (see 3.9)
need not have protective measures against direct
contact, except as required by 7.3.4.2.4.

No use under this condition

7.3.4.2

Protection by means of enclosures and barriers

The following requirements apply where
protection against contact with live parts is
provided by enclosures or barriers, not by
insulation in accordance with 7.3.4.3.

Enclosure provided to prevent
access to inside live parts

7.3.4.2.1

General

Parts of enclosures and barriers that provide
protection in accordance with these requirements
shall not be removable without the use of a tool
(see 7.3.4.2.3).

Secured by screws

Polymeric materials used to meet these
requirements shall also meet the requirements of
13.6

7.3.4.2.2

Access probe criteria

Protection is considered to be achieved when the
separation between the test probes and live
parts, when tested as described below, is as
follows:

The communication interface is
considered as DVC A

a) decisive wiltage classification A, (DVC A) - the
probe may touch the live parts

The DVC B circuit is not
accessible by probe

b) decisive wltage classification B, (DVC B) - the
probe must not touch bare live parts

The DVC C circuit is not
accessible by probe

c) decisive wltage classification C, (DVC C) —the
probe must have adequate clearance to live
parts, based on the clearance for Basic
insulation using the recurring peak working
woltage inwolved,

7.3.4.2.3

Access probe tests

Compliance with 7.3.4.2.1 is checked by all of the
following:

a) Inspection; and

b) Tests with the test finger (Figure D.1) and test
pin (Figure D.2) of OE, the results of which shall
comply with the requirements of 7.3.4.2.1 a),
b), and c) as applicable. Probe tests are
performed on openings in the enclosures after
removal of parts that can be detached or
opened by an operator without the use of a
tool, including fuseholders, and with operator
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access doors and cowers open. It is permitted
to leave lamps in place for this test. Connectors
that can be separated by an operator without
use of a tool, shall also be tested during and
after disconnection. Any movable parts are to
be put in the most unfavorable position.

The test finger and the test pin are applied as P
abowve, without appreciable force, in every
possible position, except that floor-standing
equipment having a mass exceeding 40 kg is
not tilted.

Equipment intended for building-in or rack N
mounting, or for incorporation in larger
equipment, is tested with access to the
equipment limited according to the method of
mounting detailed in the installation
instructions.

¢) Openings preventing the entry of the jointed N
test finger ( Figure E-1 of OE) during test b)
abowe, are further tested by means of straight
unjointed test finger (Figure E-3 of OE), applied
with a force of 30 N. If the unjointed finger
enters, the test with the jointed finger is
repeated except that the finger is applied using
any necessary force up to 30 N.

d) In addition to a) — c) above, top surfaces of N
enclosure shall be tested with the IP3X probe
of IEC 60529. The test probe shall not
penetrate the top surface of the enclosure
when probed from the vertical direction %5 °

only.
7.3.4.2.4 | Senice access areas The following substance P
described in the caution and user
manual:
Electrical shock danger exists in
the capacitor ,the cover shall be
moved at least 5 minutes later
after all powers are
disconnected.
Repair and maintenance can only
be carried out after
disconnecting the DC and AC
wiring for at least 5 minutes.
7.3.4.3 Protection by means of insulation of live parts The earthed enclosure is with P

basic insulation from the live
parts inside

Where the requirements of 7.3.4.2 are not met, P

live parts shall be provided with insulation if:

their working woltage is greater than the P

maximum limit of decisive wltage class A, or

for a DVC A or B circuit, protective separation P
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from adjacent circuit of DVC C is not provided
(see note “t* under Table 7)

7.3.5 Protection in case of direct contact The communication interface are P
direct contact and eva-luated
with reinforce insulation from live

parts
7.35.1 General
Protection in case of direct contact is required to
ensure that contact with live parts does not
produce a shock hazard.
The protection against direct contact according to | Considered P
7.3.4 is not required if the circuit contacted is
separated from other circuits according to 7.3.2.3,
and:
- is of decisive wltage class A and complies with | The communication interface is P
7.3.5.2, or DVC A and reinforce insulation
from the live parts by means of
isolation transformer and opto-
coupler
- is provided with protective impedance according N
to 7.3.5.3, or

- is limited in wltage according to 7.3.5.4

In addition to the measures as given in 7.3.5.2 to | Considered
7.3.5.4, it shall be ensured that in the event of
error or polarity reversal of connectors no
woltages that exceed DVC A can be connected
into a circuit with protective separation. This
applies for example to plug-in-sub-assemblies or
other plug-in devices which can be plugged-in
without the use of a tool (key) or which are
accessible without the use of a tool.

Conformity is checked by visual inspection and P
trial insertion.
7.3.5.2 Protection using decisive wltage class A The communication interface is P

DVC A and reinforce insulation
from the live parts by means of
isolation transformer and opto-
coupler

7.3.5.3 Protection by means of protective impedance N

Circuits and conductive parts do not require
protection against direct contact if any connection
to circuits of DVC-B or DVC-C is through
protective impedance, and the accessible circuit
or part is otherwise provided with protective
separation from circuits of DVC-B or DVC-C
according 7.3.3.

7.3.5.3.1 Limitation of current through protective N
impedance
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The current available through protective Touch current less than 3,5 mA N
impedance to earth and between simultaneously |at normal and single fault
accessible parts, measured at the accessible live | conditions

parts, shall not exceed a value of 3,5 mA a.c. or
10 mA d.c. under normal and single-fault
conditions.

7.3.5.3.2 Limitation of discharging energy through N
protective impedance

The discharging energy available between N
simultaneously accessible parts protected by
protective impedance shall not exceed the
charging wltage and capacitance limits given in
Table 9, which applies to both wet and dry
locations, under normal and single fault
conditions. Refer to figure 8.

7.3.5.4 Protection by means of limited wltages No such design N

That portion of a circuit that has its wltage
reduced to DVC-A by a wiltage divider that
complies with the following requirements, and
that is otherwise provided with protective
separation from circuits of DVC-B or DVC-C
according to 7.3.3, does not require protection
against direct contact.

The wltage divider shall be designed so that N
under normal and single fault conditions,
including faults in the wltage division circuit, the
wltage across the output of the wltage divider
does not exceed the limit for DVC-A.

This type of protection shall not be used in case N
of protective class Il or unearthed circuits,
because it relies on protective earth being

connected.

7.3.6 Protection against indirect contact

7.3.6.1 General
Protection against indirect contact is required to Class | also with reinforce
prevent shock- hazardous current being insulation design inside PCE

accessible from conductive parts during an
insulation failure. This protection shall comply
with the requirements for protective class | (basic
insulation plus protective earthing), class Il
(double or reinforced insulation) or class Il
(limitation of wltages)

That part of a PCE meets the requirements of The earthed metal enclosure P

7.3.6.2 and 7.3.6.3 is defined as protective class | | meet this requirement

That part of a PCE meets the requirements of The communication interface is P

7.3.6.4 is defined as protective class Il. reinforce insulated from live parts
inside

That part of PCE which meets the requirements N

of decisive wltage class A and in which no
hazardous wltages are derived, is defined as
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protective class lll. No shock hazard is present in
such circuits.

Where protection against indirect contact is The manual require the PCE P
dependent on means provided during installation, | must be securely earthed
the installation instructions shall provide details of
the required means and shall indicate the
associated hazards.

7.3.6.2 Insulation between live parts and accessible See Cl. 7.3.7.4 and Cl. 7.3.7.5 P
conductive parts

Accessible conductive parts of equipment shall P
be separated from live parts by insulation meeting
the requirements of Table 7 or by clearances as
specified in 7.3.7.4 and creepages as specified in
7.3.7.5

7.3.6.3 Protective class | — Protective bonding and P
earthing

7.3.6.3.1 General

Equipment of protective class I shall be provided
with protective earthing, and with protective
bonding to ensure electrical contact between
accessible conductive parts and the means of
connection for the external protective earthing
conductor, except bonding is not required for:

a) accessible conductive parts that are protected N
by one of the measures in 7.3.5.2 to 7.3.5.4, or

b) accessible conductive parts are separated P
from live parts of DVC-B or -C using double or
reinforced insulation.

7.3.6.3.2 Requirements for protective bonding

Electrical contact with the means of connection of
the external protective earthing conductor shall
be achieved by one or more of the following
means:

a) through direct metallic contact; P

b) through other conductive parts which are not
removed when the PCE or sub-units are used
as intended ;

c¢) through a dedicated protective bonding P
conductor;

d) through other metallic components of the PCE

Where direct metallic contact is used and one or
both of the parts invlved is painted or coated,
the paint or coating shall be removed in the area
of contact, or reliably penetrated, to ensure metal
to metal contact.

For moving or removable parts, hinges or sliding N
contacts designed and maintained to havwe a low
resistance are examples of acceptable means if
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they comply with the requirements of 7.3.6.3.3.

Metal ducts of flexible or rigid construction and N
metallic sheaths shall not be used as protective
bonding conductors, unless the device or material
has been investigated as suitable for protective
bonding purposes.

7.3.6.3.3 Rating of protective bonding

Protective bonding shall withstand the highest
thermal and dynamic stresses that can occur to
the PCE item(s) concerned when they are
subjected to a fault connecting live parts to
accessible conductive parts.

The protective bonding shall remain effective for
as long as a fault to the accessible conductive
parts persists or until an upstream protective
device removes power from the part.

Protective bonding shall meet following P
requirements:

a) For PCE with an overcurrent protective device N
rating of 16 A or less, the impedance of the
protective bonding means shall not exceed 0,1
Q during or at the end of the test below.

b) For PCE with an overcurrent protective device |Test current: 40 A P
rating of more than 16 A, the wiltage drop in Test time; 2 minutes
the protective bonding test shall not exceed 2,5 |the wltage drop: 1.24V
V during or at the end of the test below.

As alternative to a) and b) the protective bonding [ Protective bonding wire size is P
may designed according to the requirements for |same as output cable
the external protective earthing conductor in

7.3.6.3.5, in which case no testing is required.

The impedance of protective bonding means shall P
be checked by passing a test current through the
bond for a period of time as specified below. The
test current is based on the rating of the
owvercurrent protection for the equipment or part of
the equipment under consideration, as follows:

a) For pluggable equipment type A, the N
owvercurrent protective device is that provided
external to the equipment (for example, in the
building wiring, in the mains plug or in an
equipment rack);

b) For pluggable equipment type B and fixed P
equipment, the maximum rating of the
owvercurrent protective device specified in the
equipment installation instructions to be
provided external to the equipment;

¢) For a circuit or part of the equipment for which N
an owvercurrent protective device is provided as
part of the equipment, the rating of the provided
owvercurrent device.
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Voltages are measured from the protective Measured from the farthest part P
earthing terminal to all parts whose protective of earthed metal enclosure to the
bonding means are being considered. The input earth terminal

impedance of the protective earthing conductor is
not included in the measurement. Howeer, if the
protective earthing conductor is supplied with the
equipment, itis permitted to include the conductor
in the test circuit but the measurement of the
wltage drop is made only from the main
protective earthing terminal to the accessible part
required to be earthed.

On equipment where the protective earth Figure 11 used P
conncection to a subassembly or to a separate
unit is part of a cable that also supplies power to
that subassembly or unit, the resistance of the
protective bonding conductor in that cable is not
included in the protective bond impedance
measurements for the subassembly or separate
unit, as shown in Figure 11. However, this option
is only permitted if the cab le is protected by a
suitably rated protective device that takes into
account the size of the conductor. Otherwise the
impedance of the protective bonding conductor
between the separate units is to be included, by
measuring to the protective earthing terminal
where the power source enters the first unit in the
system, as shown in Figure 12.

7.3.6.3.3.1 | Test current, duration, and acceptance criteria Protective bonding size is same P
as output cable

The test current, duration of the test and P
acceptance criteria are as follows:

a) For PCE with an overcurrent protective device N
rating of 16 A or less, the test current is 200%
of the overcurrent protective device rating, but
not less than 32 A, applied for 120s. The
impedance of the protective bonding means
during and at the end of the test shall not
exceed 0,1 Q.

b) For PCE with an overcurrent protective device P
rating of more than 16 A, the test current is
200% of the overcurrent protective device
rating and the duration of the testis as shown
in Table 10 below. The wltage drop in the
protective bonding means, during and at the
end of the test, shall not exceed 2,5 V.

¢) During and after the test, there shall be no P
melting, loosening, or other damage that would
impair the effectiveness of the protective
bonding means.

The test current is derived from an a.c or d.c DC supply P
supply source, the output of which is not earthed.

As an alternative to Table 10, where the time- P
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current characteristic of the overcurrent protective
device that limits the fault current in the protective
bonding means is known because the device is
either provided in the equipment or fully specified
in the installation instructions, the test duration
may be based on that specific device’'s time-
current characteristic,. The tests are conducted
for a duration corresponding to the 200% current
value on the time-current characteristic.

7.3.6.3.4 Protective bonding impedance (routine test) N

If the continuity of the protective bonding is Declared by Manufacturer and
achieved at any point by a single means only (for |working instruction checked
example a single conductor or single fastener), or |during factory inspection

if the PCE is assembled at the installation
location, then the impedance of the protective
bonding shall also be tested as a routine test.

The test shall be as in 7.3.6.3.3, except for the
following:

the test current may be reduced to any N
convenient value greater than 10 A sufficient to
allow measurement or calculation of the
impedance of the protective bonding means:

the test duration may be reduced to no less than N
2s
For equipment subject to the type testin N

7.3.6.3.3.1a), the impedance during the routine
test shall not exceed 0,1Q.

For equipment subject to the type testin N
7.3.6.3.3.1b) the impedance during the routine
test shall not exceed 2,5 V divided by the test
current required by 7.3.6.3.3.1b).

7.3.6.3.5 External protective earthing conductor N

A protective earthing conductor shall be
connected at all times when power is supplied to
PCE of protective class I. Unless local wiring
regulations state otherwise, the protective
earthing conductor cross-sectional area shall be
determined from Table 11 or by calculation
according to IEC 60364-5-54.

If the external protective earthing conductor is N
routed through a plug and socket or similar
means of disconnection, it shall not be possible to
disconnect it unless power is simultaneously
removed from the part to be protected.

The cross-sectional area of every external External protective earthing N
protective earthing conductor which does not conductor is integrated with
form part of the supply cable or cable enclosure output cable

shall, in any case, be not less than:

« 2,5mm2 if mechanical protection is provided;

« 4 mmz2if mechanical protection is not
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provided.

For cord-connected equipment, provisions shall N
be made so that the external protective earthing
conductor in the cord shall, in the case of failure
of the strain-relief mechanism, be the last
conductor to be interrupted.

7.3.6.3.6 Means of connection for the external protective P
earthing conductor

7.3.6.3.6.1 | General

The means of connection for the external
protective earthing conductor shall be located
near the terminals for the respective live
conductors. The means of connections shall be
corrosion-resistant and shall be suitable for the
connection of cables according to 7.3.6.3.5.

The means of connection for the protective
earthing conductor shall not be used as a part of
the mechanical assembly of the equipment or for
other connections.

A separate means of connection shall be
provided for each external protective earthing
conductor.

Connection and bonding points shall be so
designed that their current-carrying capacity is
not impaired by mechanical, chemical, or
electrochemical influences. Where enclosures
and/or conductors of aluminium or aluminium
alloys are used, particular attention should be
given to the problems of electrolytic corrosion.

The means of connection for the protective P
earthing conductor shall be permanently marked
with:

symbol 7 of Annex C; or

the colour coding green-yellow

Marking shall not be done on easily changeable
parts such as screws.

7.3.6.3.7 Touch current in case of failure of the protective P
earthing conductor

The requirements of this sub-clause shall be P
satisfied to maintain safety in case of damage to
or disconnection of the protective earthing
conductor.

For pluggable equipment type A, the touch N
current measured in accordance with 7.5.4 shall
not exceed 3,5 mA a.c. or mA d.c.

For all other PCE, one or more of the following P
measure shall be applied, unless the touch
current measured in accordance with 7.5.4 using
the test network of IEC 60990 test figure 4 shall
not exceed 3,5 mA a.c. or 10 mA d.c.
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a) Permanently connected wiring, and: Not exceed 3.5 mA a.c. N
e« across-section of the protective earthing N
conductor of at least 10 mm?2 Cu or 16 mm?2
Al; or
« automatic disconnection of the supply in N

case of discontinuity of the protective
earthing conductor; or

« provision of an additional terminal for a N
second protective earthing conductor of the
same cross-sectional area as the original
protective earthing conductor and installation
instruction requiring a second protective
earthing conductor to be installed or

b) Connection with an industrial connector N
according to IEC 60309 and a minimum
protective earthing conductor cross-section of
2,5 mm2 as part of a multi-conductor power
cable. Adequate strain relief shall be provided.

In addition, the caution symbol 15 of Annex C N
shall be fixed to the product and the installation
manual shall provide details of the protective
earthing measures required in the installation
as required in 5.3.2.

When it is intended and allowed to connect two N
or more PCEs in parallel using one common
PE conductor, the above touch current
requirements apply to the maximum number of
the PCEs to be connected in parallel, unless
one of the measures in a)

or b) abowe is used. The maximum number of N
parallel PCEs is used in the testing and has to
be stated in the installation manual.

7.3.6.4 Protective Class Il — Double or Reinforced N
Insulation
Equipment or parts of equipment designed for N

protective class Il shall have insulation between
live parts and accessible surfaces in accordance
with 7.3.4.3. The following requirements also
apply:

equipment designed to protective class Il shall N
not have means of connection for the external
protective earthing conductor. However this does
not apply if the external protective earthing
conductor is passed through the equipment to
equipment series-connected beyond it. In the
latter event, the external protective earthing
conductor and its means for connection shall be
insulated with basic insulation from the accessible
surface of the equipment and from circuits that
employ protective separation, extra-low woltage,
protective impedance and limited discharging
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energy, according to 7.3.5. This basic insulation
shall correspond to the rated wltage of the
series-connected equipment;

« metal-encased equipment of protective class N
I may have provision on its enclosure for the
connection of an equipotential bonding
conductor;

« equipment of protective class Il may have N
provision for the connection of an earthing
conductor for functional reasons or for
damping of overwltages; it shall, howewer,
be insulated as though itis a live part;

« equipment employing protective class Il shall N
be marked according to 5.1.8.
7.3.7 Insulation Including Clearance and Creepage P
Distance
7.3.7.1 General

This subclause gives minimum requirements for
insulation, based on the principles of IEC 60664.

Manufacturing tolerances shall be taken into P
account during measurement of creepage,
clearance, and insulation distance in the PCE.

Insulation shall be selected after consideration of P
the following influences:
e  pollution degree PD3 P
« oOwenwoltage category PV (OVC II) P
e supply earthing system TN P
« insulation woltage PV input: max.500 Vd.c. P
« location of insulation See table 7.3.7.4 and 7.3.7.5 for P
detail
e type of insulation See table 7.3.7.4 and 7.3.7.5 for P
detail
Compliance of insulation, creepage distances, P
and clearance distances, shall be erified by
measurement or visual inspection, and the tests
of 7.5.
7.3.7.1.3 Supply earthing systems
Three basic types of earthing system are Inverter is intended to installed in
described in IEC 60364-1. They are: TN system
« TN system: has one point directly earthed, P
the accessible conductive parts of the
installation being connected to that point by
protective conductors. Three types of TN
systems, TN-C, TN-S and TN-C-S, are
defined according to the arrangement of the
neutral and protective conductor.
« TT system: has one point directly earthed, P
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the accessible conductive parts of the
installation being connected to earth
electrodes electrically independent of the
earth electrodes of the power system;
o IT sytem: has all live parts isolated from
earth or one point connected to earth
through an impedance, the accessible
conductive parts of the installation being
earthed independently or collectively to the
earthing system.
7.3.7.1.4 Insulation voltages See table 7.3.7.4 and 7.3.7.5 for
detail

Table 12 makes use of the circuit system wltage

and overwltage category to define the impulse

withstand woltage and the temporary ovenwltage.

7.3.7.2 Insulation between a circuit and its surroundings
7.3.7.2.1 | General 230 V, OVC Il (4000 V impulse

Basic, supplementary and reinforced insulation woltage, 1500 Vrms temporary

between a circuit and its surroundings shall be ovenoltage) for the AC ouput

designed according to: terminal and

Impulse oltage; 500V, OVC Il (4000 V impulse

temporary owvervoltage; woltage, no temporary

working woltage of the circuit; owenvltage) for the PV input

terminal
7.3.7.2.2 Circuit connected directly to the mains System wltage for mains is

Clearance and solid insulation between circuit 230Vrms according to table 12.

con- nected directly to the mains and their 4000 V impulse wltage gives the

surroundings shall be designed according to the | MoOst severe requirement

impulse wltage, temporary overwltage, or

working woltage, whichev- er gives the most

severe requirement

7.3.7.2.3 Circuit other than mains circuit System wltage for PV is 500Vdc

Clearance and solid insulation between circuit

other than the mains and their surroundings shall

be de- signed according to impulse wltage and

recurring peak wltage

7.3.7.2.4 Insulation between circuits Impulse wltage (4000 V),

a) For clearances and insulation, the require- temporary ovenoltage (1500
ments are determined by the circuit having the |Vr.m.s) is calculated from table
higher impulse woltage; 12 for clearance.

b) For creepages, r.m.s. working wltage across | Working woltage (500Vdc) across
the insulation determines the re- quirements. insulation is used for creepage

7.3.7.3 Functional insulation

For parts or circuit in OVC I, functional insulation

shall be designed according to the working

wltage across the insulation

For parts or circuitin OVC I, functional insulation

shall be designed according to the applicable im-

pulse wltage as determined by 7.3.7.1.4

7.3.7.4 Clearance distances
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7.3.7.4.1 | Determination P
Table 13 defines the minimum clearance
distances required to provide functional, basic, or
supplemen- tary insulation

Clearance for use in altitudes above 2000 m shall P
be calculated with correction factor according to
Table A.2 of IEC 60664-1

For reinforced insulation, the value corresponding P
to the next higher impulse woltage, or 1.6 times
the temporary overwltage, or 1.6 times the
working vol- tage shall be used, whichewer results
in the most sewere requirement

7.3.7.4.2 Electric field homogeneity Inhomogeneous electric field is N

For homogeneous electric field and impulse considered for PCE
wltage is equal to or greater than 6000V for a
circuit con- nected directly to the mains or 4000V
within a circuit, the clearance may be reduced to
the requirement by Table F.2 Case B of IEC
60664-1. In this case, im- pulse wltage test shall
be performed on the clear- ance

7.3.7.4.3 Clearance to conductive enclosures P

Clearance shall be measured following the
deformation test of 13.7 for conductive

enclosures
7.3.7.5 Creeage distances
7.3.7.5.1 General PV Maximum 50V system

Creepage distances shall be large enough to pre- |voltage is used for the RMS
vent long-term degradation of the surface of solid |voltage across insulation
insulators.

For reinforced insulation, the value is doubled.
If less than clearance, it shall be increased to that

clearance
7.3.7.5.2 Voltage r.m.s. value of working woltage is used. P
In- terpolation is permitted
7.3.7.5.3 Materials Certified PWB used. Other ma- P
terial are considered lllb The
inside parts are considered pol-
lution degree 2
7.3.7.6 Coating No coating provided insulation
7.3.7.7 PWB spacings for functional insulation PWB rated V-0 and has a min- P
imum CTI of 175, short-circuit
test are considered
7.3.7.8 Solid insulation
7.3.7.8.1 General Optical Isolator and transformer

Material for solid insulation shall be able to
withstand mechanical, electrical, thermal and
climatic stresses in normal use and ageing during
the expected life- time.

Compliance is evaluated by test and inspection.
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7.3.7.8.2 Requirements for electrical withstand capability of P
solid insulation

7.3.7.8.2.1 | Basic and supplementary, reinforced, and double P
in- sulation. Solid insulation shall withstand the
impulse wltage test 7.5.1 and wltage test 7.5.2.

In addition, if recurring peak working woltage P
across the insulation is greater than 700 V and
wltage stress on insulation is greater than
1kV/mm, double and reinforced insulation shall
withstand the partial discharge test according to
7.5.3

7.3.7.8.2.2 | Functional insulation

7.3.7.8.3 Thin sheet or tape material

7.3.7.8.3.1 | General

Insulation of thin sheet or tape less than 0,7 mm
is subject to this requirement

7.3.7.8.3.2 | Material thickness not less than 0,2 mm

Basic or supplementary insulation shall consist of
at least one layer of material, and shall meet the
impulse and a.c. or d.c. wltage test requirements
of 7.3.7.8.2.1 for basic or supplementary

insulation.
Double insulation shall consist of at least two Communication transformer P
layers of material. Each layer shall meet the and OptoCoupler consider as

impulse and a.c. or d.c. wltage test requirements | double insulation
of 7.3.7.8.2.1 for basic insulation, and the partial
discharge requirements of 7.3.7.8.2.1. The two or
more layers together shall meet the impulse and
a.c. or d.c. wltage test requirements of
7.3.7.8.2.1 for double insulation.

Reinforced insulation shall consist of a single P
layer of material, which will meet the impulse,
a.c. or d.c.woltage, and partial discharge test
requirements 7.3.7.8.2.1 for reinforced insulation.

7.3.7.8.3.3 | Material thickness less than 0,2 mm

Basic or supplementary insulation shall consist
of at least one layer of material, and shall meet
the impulse and a.c. or d.c. wltage test
requirements of 7.3.7.8.2.1 for basic or
supplementary insulation.

Double insulation shall consist of at least three P
layers of material. Each layer shall meet the
impulse and a.c. or d.c. wltage test
requirements of 7.3.7.8.2.1 for basic insulation
any two layers together shall meet the impulse,
a.c. or d.c. wltage, and partial discharge test
requirements of 7.3.7.8.2.1 for double insulation.

Reinforced insulation consisting of a single layer P
of material less than 0,2 mm thick is not
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permitted.
7.3.7.8.3. | Compliance Component, sub-assembly, or P
4 material is checked by applicable tests 7.5.1 to

7.5.3 according to 7.3.7.8.
7.3.7.8.4 Printed wiring boards (PWBs)

7.3.7.8.4.1 | General

Insulation between conductor layers in double-

sided single-layer PWBs, multi-layer PWBs and
metal core PWBs, shall meet the requirements

for solid insulation in 7.3.7.8.

For the inner layers of multi-layer PWBs, the P
insulation between adjacent tracks on the same
layer shall be treated as either:

a creepage distance for pollution degree 1 and a P
clearance as in air (see Annex A, figure A.13);

or

as solid insulation, in which case it shall meet P

the requirements of 7.3.7.8.

7.3.7.8.4.2 | Use of coating materials

7.3.7.8.5 | Wound components

Varnish or enamel insulation of wires shall not Varnish are not considered as
be used for basic, supplementary, double or insulation and woltage test per-
reinforced insulation. formed as routine test. See al-

so Cl.7.3.7.8.1 to C|.7.3.7.8.2

Wound components shall meet the requirements | Triple insulation wire used P
of 7.3.7.8.1 and 7.3.7.8.2.

The component itself shall pass the P
requirements given in 7.3.7.8.1 and 7.3.7.8.2. If
the component has reinforced or double
insulation, the wiltage testin 7.5.2 shall be
performed as a routine test.

7.3.7.8.6 Potting materials N
A potting material may be used to provide solid Potting materials used in boost N
insulation or to act as a coating to protect inductor and filter inductor was
against pollution. If used as solid insulation, it not intended to provide solid
shall comply with the requirements of 7.3.7.8.1 insulation or to act a coating to
and 7.3.7.8.2. If used to protect against protect against pollution.

pollution, the requirements for Type 1 protection
in 7.3.7.8.4.2 apply.

7.3.7.9 Insulation requirements above 30 kHz

Where wltages across insulation have
fundamental frequencies greater than 30 kHz,
further considerations apply. Requirements for
this are provided in IEC 60664-4, and the more
sewvere of these and the requirements of 7.3.7.1
to 7.3.7.8 shall be applied.

Annex G contains flow-charts for the N
determination of clearance and creepage
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distances under these circumstances.
For convenience, Tables 1 and 2 of IEC 60664-
4 are also included in Annex G.

7.3.8

Residual Current-operated protective (RCD) or
monitoring (RCM) device compatibility

Internal RCM is used. An
external built RCD is not
necessary

RCD and RCM are used to provide protection
against insulation faults in some domestic and
industrial installations, additional to that provided
by the installed equipment.

7.3.9

Capacitor discharge

7.3.9.1

Operator access area

Internal RCM is used. An
external built RCD is not
necessary

Equipment shall be so designed that there is no
risk of electric shock in operator access areas
from charge stored on capacitors after
disconnection of the PCE.

7.3.9.2

Senice access areas

Capacitors located behind panels that are
removable for senicing, installation, or
disconnection shall present no risk of electric
shock or energy hazard from charge stored on
capacitors after disconnection of the PCE.

Capacitors within a PCE shall be discharged to a
wltage less than DVC A (see 7.3.2.2), or an
energy level below the limits specified in
7.3.5.3.2, within 10 s after the removal of power
from the PCE.

If this requirement is not achievable for func-
tional or other reasons, the warning symbol 21 of
Annex C and an indication of the discharge time
shall be placed in a clearly visible position on the
enclosure, the capacitor protective barrier, or at a
point close to the capacitor(s) concerned
(depend- ing on the construction) (see 5.2.2.4).

42 s@35 Vpeak bus after
disconnecting DC side.

Inside PCE are not intentionally
touched with energized parts
when installation and
maintenance. Symbol 21 of
Annex C are marked on PCE
and explained in user manual.

For energy storage devices (such as batteries or
ultracapacitors) the intended function of which is
to maintain charge even with the PCE off and
discon- nected from external sources, a barrier or
insulation shall be provided so that unintentional
contact with hazardous live parts is prevented.
The warning symbol 21 of Annex C shall be
placed in a clearly visible position on or adjacent
to the barrier or insu- lation, where it will be seen
before removal of the barrier or insulation.

Warning symbol 21 of Annex C is
marked on PCE

7.4

Protection against energy hazards

7.4.1

Determination of hazardous energy lewel

A hazardous energy lewvel is considered to exist if

Condition b is considered

a) The woltage is 2 V or more, and power

Z|T|[T|T
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available after 60 s exceeds 230 VA.

b) The stored energy in a capacitor is at a See below Cl.7.4.3 P
wltage. U of 2 V or more, and the stored
energy. E, calculated from the following
equation, exceeds 20J: E = 0,5 CU?2

7.4.2 Operator Access Areas No energized parts accessible by P
user

Equipment shall be so designed that there is no P
risk of energy hazard in operator access areas
from accessible circuits.

7.4.3 Senvices Access Areas

Energy storage devices located behind panels
that are removable for senicing, installation or
disconnection shall present no risk of electric
energy hazard from charge stored after
disconnection of the PCE.

Energy storage devices within a PCE shall be Warning symbol 21 of Annex C P
discharged to an energy level less than 20 J, as |is marked
in 7.4.1, within 10 s after the removal

7.5 Electrical tests related to shock hazard

7.5.1 Impulse woltage test(type test)

The impulse woltage testis performed with a
wltage having a 1.2/50us waveform(see Figure 6
of IEC 60060-1) and is intended to simulate
ovenwltages induced by lightning or due to
switching of equipment. See Table 15 for
conditions of the impulse wltage test.

Tests on clearances smaller than required by P
Table 13(as allowed by 7.3.7.4.2) and on solid
insulation are performed as type tests using
appropriate wltages from Table 16.

Tests on components and devices for protective P
separation are performed as atype test before
thay are assembled into the PCE, unless the test
can be performed on the completed PCE without
reducing the stress applied to the protective
separation. Testing is performed using the
impulse withstand woltages listed in column 3 or
column 5 of Table 16.

7.5.2 Voltage test (dielectric strength test) (type test P
and routine test )

7.5.2,1 Purpose of test

7.5.2.2 Value and type of test wltage

The value of the test wltage are determined from
column 2 or 3 of Table 17 or Table 18 depending
upon whether the circuit under test is mains
connected or not mains connected.
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The test wltage from column 2 is used for testing P
circuits with basic insulation.

Between circuits with protective separation P
(double or reinforced insulation), the test wltage
of column 3 shall be applied for type tests. For
routine tests between circuits with protective
separation the value from column 2 shall be
applied, to prevent damage to the solid insulation
due to causing partial discharge within the solid
insulation.

The values of column 3 shall apply to circuit with P
protective separation, and between circuits and
accessible surfaces of PCE, which are non-
conductive or conductive but not connected to the
protective earthing conductor.

The wltage test shall be performed with a P
sinusoidal wltage at 50 Hz or 60 Hz. If the circuit
contains capacitors the test may be performed
with a d.c. wltage of a wltage of a value equal to
the peak value of the specified a.c. wltage.

7.5.2.3 Humidity pre-conditioning

For type tests on PCE for which wet locations
requirements apply, according to 6.1, the
humidity pre-conditioning of 4.5 shall be
performed immediately prior to the wltage test.

7.5.2.4 Performing the wltage test

7.5.2.5 Duration of the a.c. or d.c. wltage test

The duration of the test shall be at least 60s for
the type test and 1 s for the routine test. The test
wltage may be applied with increasing and/or
decreasing ramp wltage, and the ramp times are
not specified, but regardless of the ramp time, the
dwell time at full wltage shall be 60s and 1 s
respectively for type and routine tests.

7.5.2.6 Verification of the a.c. or d.c. wltage test

The test is successfully passed if no electrical
breakdown occurs and there is no abnormal
current flow during the test.

7.5.3 Partial discharge test (type test or sample N
test)
Where required by 7.3.7.8.2, the partial discharge N

test shall confirm that the solid insulation used
within devices applied for protective separation of
electrical circuits remains partial-discharge-free
within the specified wltage range (see Table 19)

7.5.4 Touch current measurement (type test) P

The touch current shall be measured if required Measured touch current is 2.5mA
by 7.3.6.3.7 and shall not be greater than 3.5 mA
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a.c. or 10 mA d.c. or special measures of
protection as given in 7.3.6.3.7 are required.

For type tests on PCE for which wet locations P
requirements apply according to 6.1, the humidity
pre-conditioning of 4.5 shall be performed
immediately prior to the touch current test.

7.5.5 Equipment with multiple sources of supply P
8 Protection against mechanical Hazards
8.1 General

Operation shall not lead to a mechanical
HAZARD in NORMAL CONDITION or SINGLE
FAULT CONDITION.

Edges, projections, corners, openings, guards,
handles and the like, that are accessible to the
operator shall be smooth and rounded so as not
to cause injury during normal use of the
equipment.

Conformity is checked as specified in 8.2 to 8.6.

8.2 Mowving parts

Moving parts shall not be able to crush, cut or
pierce parts of the body of an OPERATOR likely
to contact them, nor severely pinch the
OPERATOR's skin. Hazardous mowving parts of
equipment, that is moving parts which have the
potential to cause injury, shall be so arranged,
enclosed or guarded as to provide adequate
protection against the risk of personal injury.

8.2.1 Protection of senice persons N

Protection shall be provided such that N
unintentional contact with hazardous mowving
parts is unlikely during senicing operations. If a
guard over a hazardous moving part may need to
be removed for senicing, the marking of symbol
15 of Table D-1 shall be applied on or near the
guard.

8.3 Stability

Equipment and assemblies of equipment not
secured to the building structure before operation
shall be physically stable in NORMAL USE.

8.4 Provisions for lifting and carrying

If carrying handles or grips are fitted to, or
supplied with, the equipment, they shall be
capable of withstanding a force of four times the
weight of the equipment.

Equipment or parts having a mass of 18 kg or N
more shall be provided with a means for lifting
and carrying or directions shall be given in the
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manufacturer's documentation.

8.5 Wall mounting

Mounting brackets on equipment intended to be
mounted on a wall or ceiling shall withstand a
force of four times the weight of the equipment.

8.6 Expelled parts N

Equipment shall contain or limit the energy of
parts that could cause a HAZARD if expelled in
the event of a fault.

Protection Against Fire Hazards P
9.1 Resistance to fire P

This subclause specifies requirements intended Components are witnessed at P

to reduce the risk of ignition and the spread of normal condition and abnormal

flame, both within the equipment and to the tests are verified

outside, by the appropriate use of materials and
components and by suitable construction.

9.1.1 Reducing the risk of ignition and spread of flame P

For equipment or a portion of equipment, there Method 1 used P
are two alternative methods of providing
protection against ignition and spread of flame
that could affect materials, wiring, wound
components and electronic components such as
integrated circuits, transistors, thyristors, diodes,
resistors and capacitors.

9.1.2 Conditions for a fire enclosure P

A FIRE ENCLOSURE is required for equipment P

or parts of equipment for which Method 2 is not
fully applied and complied with.

9.1.2.1 Parts requiring a fire enclosure P

Except where Method 2 is used, or as permitted P
in 9.1.2.2, the following are considered to have a
risk of ignition and, therefore, require a FIRE

ENCLOSURE:
- components in PRIMARY CIRCUITS P
- components in SECONDARY CIRCUITS P

supplied by power sources which exceed the
limits for a LIMITED POWER SOURCE as
specified in 9.2;

- components in SECONDARY CIRCUITS N
supplied by a LIMITED POWER SOURCE as
specified in 9.2, but not mounted on a material
of FLAMMABILITY CLASS V-1;

- components within a power supply unit or P
assembly having a limited power output
complying with the criteria for a LIMITED
POWER SOURCE as specified in 9.2, including
owvercurrent protective devices, limiting
impedances, regulating networks and wiring, up
to the point where the LIMITED POWER

FIHEMRERRBSROFMAR i M AERITHLUXSRETUXEHE ik :Http://www.emtek.com.cn  #§# :xinnengyuan@emtek.com.cn
EMTEK (Shenzhen) Co., Ltd. Add: Building 69, Majialong Industry Zone, Nanshan District, Shenzhen, Guangdong, China Http://www.emtek.com.cn E-mail: xinnengyuan@emtek.com.cn

TRF No. : IEC62109 1B Page 43 of 103 Report No. :ENS2510110131P00101R Ver. 1.0



EMTEK(Y)

Access to the World

SOURCE output criteria are met;

- components having unenclosed arcing parts, P
such as open switch and relay contacts and
commutators, in a circuit at HAZARDOUS
VOLTAGE or at a HAZARDOUS ENERGY
LEVEL; and

- insulated wiring, except as permitte in 9.1.2.2.

9.1.2.2 Parts not requiring a fire enclosure

9.1.3 Materials requirements for protection against fire
hazard

9.1.31 General

ENCLOSURES, components and other parts
shall be so constructed, or shall make use of
such materials, that the propagation of fire is
limited.

9.1.3.2 Materials for fire enclosures

If an enclosure material is not classified as
specified below, a test may be performed on the
final enclosure or part of the enclosure, in which
case the material shall additionally be subjected
to periodic SAMPLE testing.

9.1.3.3 Materials for components and other parts outside |[Atleast V-1 material used inside P
fire enclosures fire enclosure, PCB rated V-0
and internal wire rated VW-1

Except as otherwise noted below, materials for P
components and other parts (including
MECHANICAL ENCLOSURES, ELECTRICAL
ENCLOSURES and DECORATIVE PARTS);
located outside FIRE ENCLOSURES, shall be of
FLAMMABILITY CLASS HB.

9.1.34 Materials for components and other parts inside N
fire enclosures

9.1.3.5 Materials for air filter assemblies

9.14 Openings in fire enclosures
9.14.1 General

For equipment that is intended to be used or
installed in more than one orientation as specified
in the product documentation, the following
requirements apply in each orientation.

Z2|lZ2|12|Z2

These requirements are in addition to those in the N
following sections:

- 7.3.4, Protection against direct contact;

- 7.4, Protection against energy hazards;

- 13.5, Openings in enclosures

9.1.4.2 Side openings treated as bottom openings

Z|lZ2|Z2Z2|Z2

9.1.4.3 Openings in the bottom of a fire enclosure No openings
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The bottom of a FIRE ENCLOSURE or individual N
barriers, shall provide protection against emission
of flaming or molten material under all internal
parts, including partially enclosed components or
assemblies, for which Method 2 of 9.1.1 has not
been fully applied and complied with.

9.14.4 Equipment for use in a CLOSED ELECTRICAL Not intend use at this area N
OPERATING AREA

The requirements of 9.1.4.3 do not apply to N
FIXED EQUIPMENT intended only for use in a
CLOSED ELECTRICAL OPERATING AREA and
to be mounted on a concrete floor or other non-
combustible surface. Such equipment shall be
marked as follows:

WARNING: FIRE HAZARD SUITABLE FOR N
MOUNTING ON CONCRETE OR OTHER NON-
COMBUSTIBLE SURFACE ONLY

9.1.4.5 Doors or cowers in fire enclosures No door or cover operated by N
user

9.1.4.6 Additional requirements for openings in N
transportable equipment

9.2 LIMITED POWER SOURCES N

9.2.1 General N

9.2.2 Limited power source tests N

9.3 Short-circuit and overcurrent protection P

9.3.1 General P
The PCE shall not present a hazard, under short- P

circuit or overcurrent conditions at any port,
including phase-to-phase, phase-to-earth and
phase-to-neutral, and adequate information shall
be provided to allow proper selection of external
wiring and external protective devices.

9.3.2 Protection against short-circuits and overcurrents P
shall be provided for all input circuits, and for
output circuits that do not comply with the
requirements for limited power sources in 9.2,
except for circuits in which no overcurrent hazard
is presented by short-circuits and overloads.

9.3.3 Protective devices provided or specified shall P
have adequate breaking capacity to interrupt the
maximum short circuit current specified for the
port to which they are connected. If protection
that is provided integral tothe PCE for an input
port is not rated for the short-circuit current of the
circuit in which it is used, the installation
instructions shall specify that an upstream
protective device, rated for the prospective short-
circuit current of that port, shall be used to
provide backup protection.
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10 Protection Against Sonic Pressure Hazards P
10.1 General P
The equipment shall provide protection against <45 dBA P

the effect of sonic pressure. Conformity tests are
carried out if the equipment is likely to cause such

HAZARDS.
10.2 Sonic pressure and Sound level N
10.2.1 Hazardous Noise Lewels N
11 Protection Against Liquid Hazards N
11.1 Liquid Containment, Pressure and Leakage N
The liquid containment system components shall N

be compatible with the liquid to be used.

There shall be no leakage of liquid onto live parts N
as a result of:

Normal operation, including condensation; N

Senvcing of the equipment; or

Inadvertent loosening or detachment of hoses or N

other cooling system parts over time.
11.2 Fluid pressure and leakage N
11.2.1 Maximum pressure N
11.2.2 Leakage from parts N
11.2.3 Owerpressure safety device N
11.3 Oil and grease N
12 Chemical Hazards N
12.1 General N
13 Physical Requirements P
13.1 Handles and manual controls P

Handles, knobs, grips, levers and the like shall be P

reliably fixed so that they will not work loose in
normal use, if this might result in a hazard.
Sealing compounds and the like, other than
selfhardening resins, shall not be used to prevent
loosening. If handles, knobs and the like are used
to indicate the position of switches or similar
components, it shall not be possible to fix them in
a wrong position if this might result in hazard.
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13.1.1 Adjustable controls N
13.2 Securing of parts P
13.3 Provisions for external connections P
13.3.1 General P
13.3.2 Connection to an a.c. Mains supply P
13.3.2.1 General Certified PV and AC connectors P
are used. Installation manual
provide information for the
disconnection means
For safe and reliable connection to a MAINS P
supply, equipment shall be provided with one of
the following:
- terminals or leads or a non-detachable power P
supply cord for permanent connection to the
supply; or
- a non-detachable power supply cord for N
connection to the supply by means of a plug
- an appliance inlet for connection of a detachable N
power supply cord; or
- a mains plug that is part of direct plug-in N
equipment as in 13.3.8
13.3.2.2 Permanently connected equipment P
13.3.2.3 Appliance inlets N
13.3.2.4 Power supply cord N
13.3.2.5 Cord anchorages and strain relief Certified male and female N
connector used
For equipment with a non-detachable power N
supply cord, a cord anchorage shall be supplied
such that:
- the connecting points of the cord conductors are N
relieved from strain; and
- the outer cowering of the cord is protected from N
abrasion.
13.3.2.6 Protection against mechanical damage
13.3.3 Wiring terminals for connection of external
conductors
13.3.3.1 Wiring terminals P
13.3.3.2 Screw terminals P
13.3.3.3 Wiring terminal sizes P
13.3.3.4 Wiring terminal design P
13.3.35 Grouping of wiring terminals P
13.3.3.6 Stranded wire N
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13.34 Supply wiring space N
13.3.5 Wire bending space for wires 10 mm2 and greater N
13.3.6 Disconnection from supply sources Installation manual instruct the P
disconnect device shall be
provided before connecting AC
mains and PV array
13.3.7 Connectors, plugs and sockets P
13.3.8 Direct plug-in equipment N
13.4 Internal wiring and connections P
13.4.1 General P
13.4.2 Routing Internal wire is routed to awoid P
sharp edge and overheat
13.4.3 Colour coding Green-yellow wire used as P
protective bonding only
13.4.4 Splices and connections P
13.4.5 Interconnections between parts of the PCE N
13.5 Openings in enclosures N
13.5.1 Top and side openings N
Openings in the top and sides of ENCLOSURES N
shall be solocated or constructed that it is
unlikely that objects will enter the openings and
create hazards by contacting bare conductive
parts.
13.6 Polymeric Materials P
13.6.1 General P
13.6.1.1 Thermal index or capability P
13.6.2 Polymers sening as enclosures or barriers P
preventing access to hazards
13.6.2.1 Stress relief test N
13.6.3 Polymers sening as solid insulation N
13.6.3.1 Resistance to arcing N
13.6.4 UV resistance P
Polymeric parts of an OUTDOOR ENCLOSURE P
required for compliance with this standard shall
be sufficiently resistance to degradation by ultra-
violet (UV) radiation
13.7 Mechanical resistance to deflection, impact, or P
drop
13.7.1 General P
13.7.2 250-N deflection test for metal enclosures P
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13.7.3 7-J impact test for polymeric enclosures LCD cower

13.7.4 Drop test

13.8 Thickness requirements for metal enclosures

13.8.1 General
13.8.2 Cast metal Thickness >2,5 mm

Z| 0|(TUT| T|Z2| T

13.8.3 Sheet metal

-

14 Components

14.1 General

Where safety is inwlved, components shall be P
used in accordance with their specified RATINGS
unless a specific exception is made. They shall
conform to one of the following:

a) applicable safety requirements of a relevant P
IEC standard. Conformity with other
requirements of the component standard is not
required. If necessary for the application,
components shall be subjected to the test of
this standard, except that it is not necessary to
carry out identical or equivalent tests already
performed to check conformity with the
component standard;

b) the requirements of this standard and, where P
necessary for the application, any additional
applicable safety requirements of the relevant
IEC component standard;

c) if there is no relevant IEC standard, the P
requirements of this standard,;

d) applicable safety requirements of a non-IEC P
standard which are at least as high as those of
the applicable IEC standard, provided that the
component has been approved tothe non-IEC
standard by a recognized testing authority.

Components such as optocouplers, capacitors, P
transformers, and relays connected across basic,
supplemental, reinforced, or double insulation
shall comply with the requirements applicable for
the grade of insulation being bridged, and if not
previously certified to the applicable component
safety standard shall be subjected to the wltage
test of 7.5.2 as routine test.

14.2 Motor Owvertemperature Protection N

Motors which, when stopped or prevented from N
starting (see 4.4.4.3), would present an electric
shock HAZARD, a temperatur HAZARD, or a fire
HAZARD, shall be protected by an
overtemperature or thermal protection device
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meeting the requirements of 14.3.

14.3 Owertemperature protection devices P
14.4 Fuse holders N
14.5 MAINS wltage selecting devices N
14.6 Printed circuit boards P

Printed circuit boards shall be made of material V-0 P

with a flammability classification of V-1 of IEC
60707 or better.

This requirements does not apply to thin-film N
flexible printed circuit boards that contain only
circuits powered from limited power sources
meeting the requirements of 9.2.

Conformity of the flammability RATING is P
checked by inspection of data on the materials.
Alternatively, conformity is checked by performing
the V-1 tests specified in IEC 60707 on three
samples of the relevant parts.

14.7 Circuits or components used as transient P
ovenoltage limiting devices

If control of transient overwltage is employed in P
the equipment, any owvernwltage limiting
component or circuit shall be tested with the
applicable impulse withstand wltage of Table 7-
10 using the test method from 7.5.1 except 10
positive and 10 negative impulses are to be
applied and may be spaced up to 1 min apart.

14.8 Batteries N

Equipment containing batteries shall be designed N
to reduce the risk of fire, explosion and chemical
leaks under normal conditions and after a single
fault in the equipment including a fault in circuitry
within the equipment battery pack.

14.8.1 Battery Enclosure Ventilation N
14.8.1.1 Ventilation requirements N
14.8.1.2 Ventilation testing N
14.8.1.3 Ventilation instructions N
14.8.2 Battery Mounting N
Compliance is werified by the application of the N
force to the battery's mounting surface. The test
force is to be increased gradually so as to reach
the required value in 5to 10 s, and is to be
maintained at that value for 1 min. A nonmetallic
rack or tray shall be tested at the highest normal
condition operating temperature.
14.8.3 Electrolyte spillage N
Battery trays and cabinets shall have an N

electrolyte-resistant coating.
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The ENCLOSURE or compartment housing a N
VENTED BATTERY shall be constructed so that
spillage or leakage of the electrolyte from one
battery will be contained within the ENCLOSURE
and be prevented from:

a) reaching the PCE outer surfaces that can be N
contacted by the USER
b) contaminating adjacent electrical components N
or materials; and
c) bridging required electrical distances N
14.8.4 Battery Connections N
Reverse battery connection of the terminals shall N

be prevented if reverse connection could result in
a hazard within the meaning of this Standard

14.8.5 Battery maintenance instructions N

The information and instructions listed in 5.3.4.1 N
shall be included in the operator manual for
equipment in which battery maintenance is
performed by the operator, or in the senice
manual if battery maintenance is to be performed
by senice personnel only.

14.8.6 Battery accessibility and maintainability N

Battery terminals and connectors shall be N
accessible for maintenance with the correct
TOOLS. Batteries with liquid electrolyte, requiring
maintained shall be so located that the battery
cell caps are accessible for electrolyte tests and
readjusting of electrolyte lewels.

15 Software and firmware performing safety Refer to annex B for details P
functions
Annex A | Measurement of clearances and creepage P

distances (see 7.3.7.4 and 7.3.7.5)

Annex B | Programmable Equipment P

B.1 Software or firmware that perform safety critical P
functions

B.1.1 Firmware or software that performs a critical P

safety function/s, the failure of which can result in
a risk of fire, electric shock or other hazard as
specified by this standard, shall be evaluated by
one of the following means.

a) All software or firmware limits or controls shall N
be disabled before the test to evaluate the
hardware circuitry during the abnormal test
condition related to the safety function.

b) Protective controls employing software or See functional safety evaluation P
firmware to perform their function(s), shall be report.
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so constructed that they comply with IEC
60730-1 Annex H to address the risks identified
in B.2.1.
B.2 Evaluation of controls employing software P
Annex C | Symbols to be used in equipment markings P
Annex D | Test Probes for Determining Access P
Annex E | RCDs Integrated RCM used P
Annex F | Altitude correction for clearances P
Annex G | Clearance and creepage distance N
determination for frequencies greater than 30
kHz
Annex H [ Measuring Instrument for Touch Current P
Measure-ments
H.1 Measuring instrument P
H.2 Alternative measuring instrument N
Annex | Examples of Protection, Insulation, and P
Overvoltage Category Requirements for PCE
Annex J Ultraviolet light conditioning test N
4.7 TABLE: mains supply electrical data in normal condition P
Mode: PV to Grid
PV AC
Model
U (V) DC I (A) DC P (kW) U (V) AC I (A) AC P (kW)
450 8.49 3.82 230 15.39 3.54
240 16.12 3.87 230 15.13 3.48
40 0 0 0 0 0
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4.3 TABLE: heating temperature rise measurements P
Maximum measured temperature T of Permitted
part/at:: Tmax (°C)
test wltage
(%) I 240DC 450DC 207AC 253AC —
t1 (°C) 45°C 45°C 45°C 45°C —
t2 (°C) 45°C 45°C 45°C 45°C —
Thermocouple Locations Max. temperature measured (°C) RS
temperature
TX7900 coil 49.1 48.2 48.5 49.0 105
TX7900 core 49.5 48.5 48.8 49.4 105
UA1 54.5 53.1 56.5 56.9 105
TX601 core 56.0 53.7 48.7 49.4 105
TX601 coil 56.5 54.1 48.2 48.9 105
RL4 64.0 60.4 54.0 54.7 90
C near TX601 56.7 54.1 48.2 49.2 105
CX102 65.2 61.7 53.2 57.0 105
JP202 62.8 59.1 52.1 53.4 105
RL1 61.4 57.9 50.5 51.8 90
C268 62.0 58.5 51.8 53.5 105
LC103 63.6 60.3 52.5 55.3 105
L503 65.0 50.8 46.6 47.5 105
C505 534 49.3 48.4 48.9 105
C near C203 60.2 52.1 49.2 49.4 105
E603 49.4 49.3 48.1 48.6 90
E607 54.0 53.2 49.5 49.4 90
TX603 coil 52.9 51.9 49.5 49.0 105
E202 60.7 57.6 47.4 47.8 90
Screen 50.5 48.5 48.2 48.2 70
Housing 49.2 46.5 46.3 46.1 70
Ambient temperature 45.0 45.1 45.1 45.1 70
Supplementary information:
Tests of equipment rated for use in ambient temperatures up to 40 °C may be conducted at any ambient
temperature in the range given in 4.2.2.1.
PCE rated for use in ambient temperatures more than 40 °C shall be tested at the maximum rated ambient
temperature +5 °C
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4.4 TABLE: fault condition tests P
Ambient temperature (°C) .........cccovvvevieennneennn.nl | See below. —
No. | Component no. Fault Test Test time | Fuse Fuse Result
wltage no. current (A)
V)
Short | 500vdc/2 EUT shut down
1 Output L 5S -- -- . .
P circuit 30Vac immediately. No hazards.
2 Ventilation hole Blocke | 500vdc/2 350min y N EUT work normally, no
d 30Vac hazard.
3 Fan for Blocke | 500Vdc/2 300min EUT work normally, no
inductors d 30Vac ! - - hazard.
Fan for IGBT After 20mins,EUT
hant_ or Blocke | 500Vdc/2 _ worked at
4 'ea .|ng . d 30Vac 115min == =
dissipation lower power. No hazards.
After 20mins,EUT
Blocke | 500Vvdc/2
i - - worked at
5 All fans d 30Vac 35min
lower power. No hazards.
owerlo | 500vdcs2 " EL]JctT limit outf)utdpqwer by
6 Output ad 30Vac -- - software owerload is
impossible.
Incorre
ot EUT can't start. LCD
500Vdc/2 display || AC_grid
7 | Output phase | ~35yac 10s - - phaseseque _fault || .
seque
q No hazards.
nce
The machine is abnormal.
8 AC input rela short - | 500Vdc/2 g The screen reports a red
inpu o - - .
P Y| circuit | 30vac fault and it cannot start

normally.

FIHEMRERRBSROFMAR i M AERITHLUXSRETUXEHE ik :Http://www.emtek.com.cn  #§# :xinnengyuan@emtek.com.cn
EMTEK (Shenzhen) Co., Ltd. Add: Building 69, Majialong Industry Zone, Nanshan District, Shenzhen, Guangdong, China Http://www.emtek.com.cn E-mail: xinnengyuan@emtek.com.cn

TRF No. : IEC62109 1B Page 54 of 103 Report No. :ENS2510110131P00101R Ver. 1.0



EMTEK(Y)

Access to the World

7.3.7 TABLE: clearance and creepage distance measurements P
clearance cland creepage Ur.m.s. U impulse required cl recle::l:ed der (mm)
distance dcr at/ of: V) V) cl (mm) (mm)
(mm)
PV circuit to Ground 500vdc 4000V 5.6 >5.6 5.6 >5.6
PV circuit to non-earth accessible 500Vvdc 4000V 5.6 >5.6 5.6 >5.6
PV circuit to SELV circuit 500vdc 4000V 5.6 >5.6 5.6 >5.6
AC circuits to Earthing parts 230Vac 4000V 3.0 >3.0 3.0 >3.0
AC circuits to accessible parts 230Vac 4000V 3.0 >3.0 3.0 >3.0
AC phase to phase 230Vac 4000V 3.0 >3.0 3.0 >3.0
7.3.7.8.3.2 [ TABLE: distance through insulation measurement P
to
7.3.7.8.3.3
. . . . ur.m.s. test wltage required di di
distance through insulation di at/of:
V) V) (mm) (mm)
Triple insulation wire of transformer winding 500V 4000Vpeak - Certified
Communication isolated optocoupler 500V 4000 Vpeak - Certified
7.5 TABLE: electric strength measurements, impulse voltage test and partial P
discharge test
. partial
test wltage MU discharge
test wltage applied between: withstand o result
V) voltage (V) extinction
9 wltage (V)
PV port to PE terminal 2120VDC 4000V N/A No breakdown
Grid port to PE terminal 2120VDC 4000V N/A No breakdown
PV port to communication ports 4240VDC 6000V N/A No breakdown
Grid port to communication ports 4240VDC 6000V N/A No breakdown
14 |TABLE: list of critical components | P
Object/part Manufacturer/ Type/ Value / rating Standard Mark(s) of
No. trademark model conformity?)
Longnan Champion
PCB Asia Electronic F-D V-0, 130°C UL 796 UL:E254215
Technology Co Ltd.
JIANGMEN BLD-
--Alternate BENLIDA PRINTED B BLD-D V-0, 130°C UL 796 UL:E203640
CIRCUIT CO.,LTD '
TOPSEARCH o g
--Alternate PRINTED TS-D-7voa | V0 130°C UL 796 UL:E96016
CIRCUITS (HK) LTD SG
SHENZHEN
--Alternate WUZHU TECH CO | WZ-6(@) V-0, 130°C UL796 UL:E170968
LTD
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MK-D,
MK-D130,
f/lI:\iNK SHEN MK-D600,
--Alternate TECHNOLOGY CO.. MK-DC, V-0, 130°C UL 796, UL 94 UL:E248237
LTD MK-DHC,
MK-S, MK-
S1
VICTORY GIANT
--Alternate TECHNOLOGY SH1,SH9 V-0, 130°C UL 796 UL:E248779
(HUIZHOU) CO LTD
RONG HUI
--Alternate ELECTRONICS RH-3 V-0, 130°C UL 796 UL:E252098
(HUIZHOU) CO LTD
XIN FENG FU
CHANG FA o
--Alternate ELECTRONIC CO FCF-3 V-0, 130°C UL 796 UL:E232205
LTD
MEIZHOU DINGTAI o
--Alternate PCBCOLTD DT-2 V-0, 130°C UL 796 UL:E320008
ZHUHAI KINGSUN
ELECTRONICS KS-D.KS.
--Alternate AND D1 K é-DZ V-0, 130°C UL 796 UL:E465853
TECHNOLOGY CO ’
LTD
Huizhou China
--Alternate Eagle Electronic CA-F120 V-0, 130°C UL 796 UL:E198681
Technology Co Ltd
ELEC & ELTEK
--Alternate MULTILAYER PCB | E3330E V-0, 130°C UL 796 UL:E54926
LTD
SHENZHEN 5.
—-Alternate EILNEV(\égFle\Igmc o |5ceo. V-0, 130°C UL 796 UL:E243951
LTD 10. 10B
SHEN ZHEN SUN & [ ¢ ,» 5.
--Alternate LYNN CIRCUITS ! V-0, 130°C UL 796 UL:E234156
D,SL-HD
CO LTD
HUIZHOU
GLORYSKY GS-D,GS- o .
--Alternate ELECTRONICS CO | D1,GS.D3 V-0, 130°C UL 796 UL:E257384
LTD
Al :\(/llu(g\éﬁENGHONG AR lveo 130 _
--Alternate ELECTRONICS CO 1,BR-DL- ) UL 796 UL:E331251
1,BR-DL-2
LTD
SHENZHEN BOMIN | BM2,BM-
--Alternate ELECTRONIC CO 2,BM6,BM6 | V-0, 130°C UL 796 UL:E213371
LTD -1
AOSHIKANG
--Alternate TECHNOLOGY CO |[K-2 V-0, 130°C UL 796 UL:E239218
LTD
HUIZHOU WELGAO
--Alternate ELECTRONICS CO |W-1, W-5 V-0, 130°C UL 796 UL:E310226
LTD
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GUANG DONG
XING DA HONG YE 0

--Alternate ELECTRONIC CO XD-102 V-0, 130°C UL 796 UL:E193079
LTD
Shenzhen

--Alternate Xunjiexing JX01 V-0, 130°C UL 796 UL:E305654
Technology Co Ltd
JIANGX ZHIBOXIN

--Alternate TECHNOLOGY CO ([ DS01,DS02 | V-0, 130°C UL 796 UL:E465280
LTD
SHENZHEN

--Alternate STARIVER SR-01A V-0, 130°C UL 796 UL:E258603
CIRCUITS CO LTD
GuangDong

--Alternate Kingshine Electronic | DO,D1 V-0, 130°C UL 796 UL:E358874
Technology Co Ltd
Ganzhou YiHao

--Alternate New Materials Co YH-D V-0, 130°C UL 796 UL:E519757
Ltd
CHANGZHOU
AOHONG AOH- o

--Alternate ELECTRONICS CO | 2,AOH-4 V-0, 130°C UL 796 UL:E303981
LTD
Sunshine Global SS-1,SS- o .

--Alternate Circuite L td 1C.S5.11 V-0, 130°C UL 796 UL:E229342
Guangdong

--Alternate Chengde Electronic | D1 V-0, 130°C UL 796 UL:E322995
Technology Co Ltd

--Alternate Interchangeable :tt)gchange V-0, 130°C UL 796 uL

Optocoupler( ;I;/(VDE) Di 20.4mm, Ex

U7909,U7905 | Lite-On Technology || '1y/. CI&Cr uL 1577 UL:E113898

,U7903,U790 | Corporation IEC 60747-5-5 VDE: 40015248

2) 817,LTV- 27.0mm,115°C
817S(UL)
Everlight EI i D1 =04 g UL 1577 UL:E214129
_ verlight Electronics CI&Cr27.6mm, 1 .
Altemate | o5 L. EESL7 — IEC 6074755 | VDE:132249
COSMO Electronics Di =0.4mm. Ex
—Alternate Corporation(VDE) ;< i%ﬁgﬁ?E CI&Cr=6.5mm ,1 | EN60747-5-5 VDE:101347
Cosmo Electronics 1010X(UL) 15°C uUL1577 UL:E169586
Corp(UL)
CT Micro
International Di 0.4 £
Corporation(VDE 120.4mm, EX
--Alternate CTp (VOE) CT817 CI&Cr=7.0mm ,1 |EN 60747-5-5 VDE:40039590
MICROELECTRONI 10°C UL1577 UL:E364000
CS FAR EAST
LTD(UL)
ORPC817
Shenzhen Orient MX, Di 20.4mm, Ex _
--Alternate Components Co. ORPC817s | Cl&Cr UL1577 UL'E_323844
Ltd. . >7.6mm 110°C | EN60747-55 VDE:40029733
ORPC817x
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, | ELBI7H(UL | pj 20.4mm, Ex
—Alternate Everlight Electronics |) Cl&Cr27.6mm,1 | UL 1577 UL:E214129
Co., Ltd. EL817H 25°C IEC 60747-5-5 | VDE:132249
V(VDE)
8%%%08‘7"&%(7 Everlight Electronics Di 20.4mm, Ex |UL 1577,EN UL:E214129,VD
) ’ Co., Ltd. 6N137 >7.6mm 60747-5-5 E:132249
Y1 470pF, 250Vac :
. : ; » | UL 60384-14 UL: E37861
?gggc'tor(w TDK Corporation | CD 125°C IEC60384-14 VDE: 40029780
CD (UL)
P DK C ) cb . 470pF, 400vVac | yL 60384-14 UL: E37861
ernate orporation gg:l’;'g)&% 125°C IEC60384-14 VDE: 40017931
E)
Yinan Don's 470pF, 250Vac )
--Alternate Electronic CT81 or 400Vac, Lk e S lSre St
Component Co., Ltd 125°C IEC60384-14 VDE:135256
Walsin Technology |1 SereS  1470pF, 400vac, |yL e0384-14 UL:E146544
--Alternate C (#)(&)(UL) 125°C .
orp AH(VDE) IEC60384-14 VDE: 40001804
Al DK ser (ENE |- oopr.400Vac, UL 60384-14 gi\loig:AE? =
--Alternate series o -
125 ]
CORPORATION &) CD(UL) C IEC60384-14 UL E37861
J— Murata Mfg. Co., I 470pF,250/300V | yL 60384-14 UL:E37921
—Altermnate Ltd. ac, 125°C IEC60384-14 VDE:40002831
470pF,AC
—Alternate Kunshan Wansheng cT7 500/400/300/250 | UL 60384-14 UL:E249006
Electronics Co., Ltd V., 125°C IEC60384-14 VDE:40012143
Guangdong South 470pF,250Vac
—Alternate Hongming Electronic = or 400Vac, UL 60384-14 UL:E154899
Science and 125°C IEC60384-14 VDE:40036393
Technology Co., Ltd.
Guangdong South ruy F 470pF,250Vac
B e Hongming Electronic Series(ENE |or 400Vac, UL 60384-14 UL:E154899
Science and Q) 125°C IEC60384-14 ENEC-01195
Technology Co., Ltd.
Sichuan TRX
Technology
Co.,Ltd.(UL)Sichuan | TRXUL) | 470pF,250vac _
= TRX UL 60384-14 UL:E315719
--Alternate Teruixiang . or 400Vvac,
Technology series(ENE | 150 IEC60384-14 ENEC-02084-M2
International Co 9,
Ltd(ENEC)
Atemate | MURATA MFG CO | -\ 470pF,300Vac/2 | yL 60384-14 gh:EEgmélE
- 50Vac,125°C ] : SE-
LTD IEC60384-14 ENEG.2300151
Sichuan TRX
s 470pF,500V
Co.,Ltd.(UL TY(UL) TY- pF, ac _
--Alternate Shenzhe(n : SeSies)O/DE or 400Vvac, UL 60384-14 [EC | UL:E315719
Teruixiang ) 125°C 60384-14 VDE:40031733
Electronic Co, Ltd.
(VDE)
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ANSHAN KEIFAT
ELECTRONIC
CERAMIC 470pF,250V
TECHNICAL CO PF, ac .
e | o0 cm[oolee | Wi
Anshan Kei Fat 125°C ) '
Electronic
Ceramic Technical
Co., Ltd.(VDE)
XIAMEN WANMING 470pF,250/300 UL:E221839
~Alternate | ELECTRONICS CO g'\K" SD. 1/400/500 Vac, LE’kl g%gzi'_ﬂ ENEC:ENEC-
LTD 125°C 04533
ELE Sanyou Corporation A 40A,250VAC/27
Relay(RL1) s [1:12DMJ-G- 7VAC uL60947-1 UL:E190598
. Sanyou Corporation | SLA-S- 40A,250VAC/27 i )
Alternate Limited 112DJ-G IVAC uL60947-1 UL:E190598
Shenzhen Bornsun
L V-0, 120° g
Mylar New Material co. Ltd BN-FP 0, 120°C UL 94 UL: E256822
UL: E249605;CB
Suzhou Omay V-0, 80°C Certi:JPTUV-
--Alternate Optical Materials SE42B . UL 94 117253, report
Co., Ltd. (UL)125°C(CB) No.60425538
001
~Alternate | Shenzhen teesun 1 rq £p1370 | V-0, 125°C UL 94 UL: E329660
technology Co.,Ltd.
SICHUAN
DONGFANG
- V-0, 80° :
Alternate INSULATING DFR700 C UL 94 UL:E199019
MATERIAL CO LTD
CHENGDU H KLX
--Alternate KANGLONGXIN FRPC- V-0, 80°C UL 94 UL:E315185
PLASTICS CO LTD | 870B
Hunan Dobesty
--Alternate Optical Material Co | PC9842B |V-0, 80°C UL 94 UL:E524866
Ltd
JINGMEN GORUN
--Alternate TECHNOLOGY CO [HF70 V-0, 80°C UL 94 UL:E305163
LTD
SICHUAN
DONGFANG o
- V-0, 120 :
Alternate INSULATING DFR3716A C UL 94 UL:E199019
MATERIAL CO LTD
SMT(UL) UL 248-1 UL
Fuse(F601,F6 | Shenzhen Lanson SMT T3.15A 250V 248-14 UL:E221465
02) Electronics Co., Ltd. | T3.15A250 ’ IEC60127-1 VDE:40012592
V(VDE) IEC60127-3
UL 248-1 UL
Suzhou Walter 248-14 UL: E56092
—Altemate | o1 ctronic Co. Ltd, | 2920 T3.I5A 250V | Ece0127-1 VDE: 40018781
IEC60127-3
XC Electronics gis_sz'l UL 1 UuL:E249600
--Alternate (Shen Zhen) Corp. 5TE T3.15A 250V VDE:40036821
Ltd IEC60127-1 VDE :40029550
’ IEC60127-3 ’
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392 + UL 248-1 UL
. ’ 248-14 UL:E67006
--Alternate Littelfuse, Inc. gLsngijE) T3.15A 250V IEC60127-1 VDE-126983
IEC60127-3
Dongguan Chewon l2J 4I1_82f f 1 UL 1y E3s8580
--Alternate Electronic SET T3.15A 250V IEC60127-1 VDE:40038565
Technology Co., Ltd. IEC60127-3 TUV:J 50426507
Dongguan Better l2Jz|1_8-2144:3 R UL:E300003
--Alternate _lE_Ie(;]tro?lcs o Lt 932 T3.15A 250V IEC60127-1 VDE 40033369
echnology 0., Lid. IEC60127-3
HOLLYLAND CO UL 248-1 UL
LTD(UL) Hollyland 248-14 UL:E156471
~Alternate | o bany 23Sl LR S WA T s bl VDE 40015669
Limited(VDE) IEC60127-3
WOGE PRECISION
(F401) ELECTRICAL CO AN498 58Vdc,200A uL248-1 UL: E510934
LTD
--Alternate EUGARD CO.,LTD MID 58Vdc,200A uL248-1 UL:E479415
Thermistor(N - . UL 1434 EN UL:E138827
Ts01,NTCE | Mking Flestionic | SCE- - 15p 2,50 60539-1 EN TUV Rheinland:
02) b ) 60730-1 R 50050155
JNR10S2R
5M,JNR13
S2R5M UL 1434 UL:E171531
--Alternate Joyin Co., Ltd. (TUV) min.5A,2.5Q ENGO539-1 TUV Rheinland:
10S2R5M,1 R 50236285
3S2R5M(U
L
GUANGDONG
FENGHUA
ADVANCED .
TECHNOLOGY NTC 2.5D- UL1434 .LrJL|15214084
~Altemate | HOLDING NERRID. | JRRPR | 9A.250 EN60539-1 SUD:B10306300
SENSITIVE o
COMPONENTS
BRANCH
NANJING SHAGON ME71-2.5D-
--Alternate ELECTRONICS CO 10 ' 5A,2.5Q UL1434 UL:E312023
LTD
GUANGDONG
FENGHUA
ADVANCED .
TECHNOLOGY NTC 2.5D- UL1434 $b§214084
CAltemate | HOLDNS SO D | 2R |4AR0 EN60539-1 SUD:B10306300
SENSITIVE e
COMPONENTS
BRANCH
|nterchange Min. 4A, 2.5Q) at
--Alternate Interchangeable able 25°C = =
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Optocoupler( LTV-
U7900,PC801 817(VDE) Di 20.4mm, Ex
,PC603,PC60 | Lite-On Technology LTV- Cl&Cr UL 1577 UL:E113898
4,PC601,PC6 | Corporation 817, LTV- >7.0mm, 115°C IEC 60747-5-5 VDE: 40015248
02,U7903,U7 817S(UL
902,U7901) (UL
Everlight Electroni 20 4mm, Ex uL 1577 UL:E214129
_ verlig ectronics CI&Cr=7.6mm, 1 5
Alternate | o g, EL817 e IEC 60747-55 | VDE:132249
COSMO Electronics K1010(VDE |Di 20.4mm, Ex
Corporation(VDE) CI&Cr=6.5mm .1 | EN60747-5-5 VDE:101347
--Alternate - ) K1010X, ’ .
Cosmo Electronics 1010X(UL 15°C UL1577 UL:E169586
Corp(UL) X(UL)
CT Micro
International S E
- i 20.4mm, Ex
Corporation(VDE) CI&Cra7 omm. 1 |EN 60747-5-5 | VDE:40039590
--Alternate CT CT1817 g " UL1577 UL:E364000
MICROELECTRONI 10°C '
CS FAR EAST
LTD(UL)
ORPC817
i MX, Di 20.4mm, Ex
—-Alternate cszgﬁwn;;:ennt(s)“(e:gt oépcm?s Cl&Cr p-1o77 UL:E323844
Ltd. X, >7.6mm ,11O°C EN60747-5-5 VDE:40029733
ORPC817x
_ | ELBI7H(UL | pj 20.4mm, Ex
—Alternate Everlight Electronics |) CI&Cr=7.6mm,1 |UL 1577 UL:E.214129
Co., Ltd. EL817H 25°C IEC 60747-5-5 VDE:132249
V(VDE)
Isolated Gate |Shanghai Sillumin Ex )

. . uL1577 UL:E521801
Driver(UD02, |Semiconductor Co., | SLM341 >8.0mm, 125°C EN 60747-17 VDE 40055782
uUDO01) Ltd.

Shanghai Sillumin Ex )
. uL1577 UL:E521801
--Alternate Et?jmlconductor Co., | SLM346 >8.0mm, 125°C EN 60747-17 VDE:40055782
}’8‘;’?}.‘3(\,“"182’ Thinking Electronic | 0o [420Vac, V-0, UL 1449 IEC UL: E314979
’ ' | Industrial Co., Ltd. 6KV/3KA, 85°C |61051 VDE:005944
MOV104)
420Vac, V-0,
—-Alternate Thinking Electronic | TVR14681- | 6KV/3KA, 85°C | UL 1449 IEC UL: E314979
Industrial Co., Ltd. D 61051 VDE:40021243
/105°C
TDK (ZHUHAI FTZ) | SIOV-
Atermate | GO~ LTD. (UL) TDK | SFS14Ka2 |220Va8 V0. y 1449 lEC | UL: E321126
Electronics GmbH & [ OE2K1(UL) 40/105/5é 61051 VDE:40027582
Co OG (VDE) S14* (VDE)
420Vac, V-0
. CNR- ' ' UL 1449 IEC UL:E316325
--Alternate Centra Science Corp 14D681K ig/\({)gj% 61051 VDE: 40008220
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GUANGDONG
FENGHUA
e s, vo
FNR- 6KV/3KA, 85°C |UL 1449 IEC UL:E325462
B =L I e Gl ’ 61051 VDE:40008242
XANHUA NEW 1105°C/125°C '
SENSITIVE
COMPONENTS
BRANCH
420Vac, .
--Alternate JOYIN CO LTD 14N681K 40/85/56, l6J]I-_Oé£1149 EC 3;5%%259%87
BKV/3KA '
681KD14(U
Altermat EEE;?S(')GNT& e |V 420vac, UL 1449 IEC UL:E327997
SAllEHES 14D681K(V |40/85/56; 61051 VDE:40027827
LTD BKV/3KA
DE)
420Vac,
P Thinking Electronic | TVR14681- BKV/;‘E < UL 1449 IEC UL: E314979
Industrial Co., Ltd. | M ’ 61051 VDE:40036061
40/125/56
420Vac,
Afternate | Kunshan Wansheng | MYG-14D- | % 2" UL 1449 IEC | UL:E345427
Electronics Co., Ltd. | 681K ’ 61051 VDE:40034210
40/85/56
Varistor(MOV | Thinking Electronic | 1/n-0681 420vac, V-0, UL 1449 IEC UL: E314979
501,MOV502) | Industrial Co., Ltd. 6KV/3KA, 85°C |61051 VDE:005944
Fenghua
. TVR20681- IEC61051 UL: E314979
--Alternate deL:'ctjach.(Holdmg)C D 680V, 6KV/3KA UL1449 VDE-40021243
SHANTOU FREE
RADE ZONE STE-
. E330837
~Alternate | SONGTIAN 20D751KB |820V 85°C . B oL A0023040
ELECTRONIC z ;
TECHNO
420Vac, V-0,
Alt i Thinking Electronic | TVR20681- |6KV/3KA, 85°C | UL 1449 |IEC UL: E314979
—Altermnate Industrial Co., Ltd. | D 61051 VDE:40021243
/105°C
TDK (ZHUHAI FT12) |SIOV- )
Altermate | €O LTD- (UL) TDK | SFS20K42 gi?/\g‘i’AV O luL1a49 EC  |UL: E321126
Electronics GmbH & [ OE2K1(UL) 40/105/5é 61051 VDE:40027582
Co OG (VDE) S20* (VDE)
420Vac, V-0
. CNR- e UL 1449 IEC UL:E316325
--Alternate Centra Science Corp 6KV/3KA, }
14D681K | yoacre s 61051 VDE: 40008220
GUANGDONG
FENGHUA
N saovc vo
FNR- 6KV/3KA, 85°C |UL 1449 IEC UL:E325462
~-Alternate HOLDING CO LTD. |, rco, 61051 VDE - 40008242
XIANHUA NEW /105°C/125°C '
SENSITIVE
COMPONENTS
BRANCH
420Vac,
UL 1449 IEC UL:E325508
--Alternate JOYIN CO LTD 20N681K gi/\?/séii: 61051 VDE 005937
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681KD20(U
420Vac,
L [EEE e — UL 1449 [EC | UL:ES27907
emate 20D681K (Vv |40/85/56, 61051 VDE:40027827
LTD 6KV/3KA
DE)
o . 420Vac,
Aternate | Thinking Electronic | TVR20681- |- /2" UL 1449 IEC | UL: E314979
Industrial Co., Ltd. M ’ 61051 VDE:40036061
40/125/56
420Vac,
N Kunshan Wansheng | MYG-20D- | < \/io s UL 1449 [EC UL:E345427
Electronics Co., Ltd. | 681K ’ 61051 VDE:40034210
40/85/56
. 0.47uF,275/310
. Carli Electronics Co., Vac, 100°C or UL 60384-14 IEC | UL:E120045
Capacitor(CX || g LA 60384-14 VDE: 40008520
102) 110°C
~ Shenzhen Jinghao 0.47uF,280/305 |y 60384-14 UL:E252286
Altemate |~ ocitor Co., Ltd. | CEB62B  |vae, 110°C IEC 60384-14 | VDE: 40018690
EUROPTRONIC
Pz O8] 00 0.47UF,275/305 | yL 60384-14 IEC | UL:E521918
--Alternate LTD(UL) Europtronic | MPX2 Vac, 110°C 60384-14 VDE:40025981
(Suzhou) Co.
Ltd.(VDE)
FOSHAN CITY 0.47uF,275/305/
XINYUAN 310Vac, 100°C UL 60384-14 UL: E318581
~Altemate | £| eeTRroNic co | MKP-X2 IEC60384-14 VDE:40027433
/105°C/110°C
LTD
Guariig 0.47uF,275/310
--Alternate Fengming Electronic | MKP-X2 Vac, 105°C :‘IJELCGggggéllf 4 3'5;233;587702
Tech Co., Ltd. /110°C ’
0.47uF,275/305/
Xiamen Faratronic 310Vac,100°C UL 60384-14 UL: E186600
--Alternate MKP62 '
Co. Ltd. IEC 60384-14 VDE: 40000358
/105°C/110°C
CMPP(UL) |0.47uF,275/305/ _
N ZhuHai Sung Ho CMPP 310Vac,105°C or | UL 60384-14 ghggzg,ﬁ%
Electronics Co. Ltd. [ series(ENE . IEC 60384-14 '
o 110°C 02976-A1
KEMET 0.47uF,275Vac/3
ELECTRONICS LU ac .
_Alternate | ITALIA SRL(UL) R.46 00Vac/310Vac,1 :JELCGé’g’ggif " gkiEEg?\Zﬂm
ARCOTRONICS(EN 10°C '
EC)
- UL 60384-14
Nistronics (Jiangxi) 0.47uF,310Vac, UL:E338685
--Alternate MER o IEC60384-14 .
Co., Ltd. 105°C EN 60384.14 VDE:40047423
SICHUAN
ZHONGXING MKP61 0.47uF,275/305 | ) s34 14
I ELECTRONIC CO | Series(UL) |VAC,100°C R —) UL: E217215
LTD(UL) MKP61(VD . EC 6038414 VDE:40032626
Sichuan Zhongxing | E) /110°C
Electr. Co. Ltd.(VDE)
0.47uF,310Vac/2
o : UL60384-14
_-Alternate ('\:“OStffi?('jCS (Jiangxi) | \ibR 75Vac,100°C of | ENB0384-14 \35:55338285
s 110°C IEC 60384-14 140032056
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Shantou High-New
Aternate | TEChnology MPX 0.47uF,275/305/ | yL 60384-14 UL:E208107
Dev. Zone Songtian 310 Vac, 110°C | IEC60384-14 VDE:40034679
Enterprise Co., Ltd.
NANJING TENGEN 0.47uF,275/280/
Alternate RONG GUANG DA |\ 300/305/310 UL 60384-14 IEC | UL:E502081
ELECTRONIC Vac.110°C 60384-14 VDE:40049725
SALES CO., LTD. ’
0.47uF,275Vac/
Altemate | Yanozhou Nissei |\ 300vac/ 305vacl |y gn3g4-14 IEC| UL:E351313
Electronics Co., Ltd. 310Vac,85°C 60384-14 VDE:40041628
/100°C/110°C
SICHUAN .
J— ZHONGXING MKP61 0.47uF,310VAC, | yL60384-14 :h&?ﬁ\fly’
—Alternate ELECTRONIC CO | Series 110°C EN60384-14 ;
D 69262302
MPX(UL) | 0.47uF,275/310 UL:E120045
—Alternate Carli Electronics Co., | MPX Vac, 100°C or UL 60384-14 ENEC:
Ltd. series(ENE . EN 60384-14 ENEC16/FI/19/1
Q) 110°C 0077/A
o 1.0uF, 275/310V
. Carli Electronics Co., ac, 100°C or UL 60384-14 UL:E120045
ot G (N e MPX IEC 60384-14 | VDE: 40008520
05) 110°C
Shenzhen Jinghao 1.0uF,280/305V | UL 60384-14 UL:E252286
-Altemate |~ acitor Co., Ltd. | ©BB®2Bhlae, 110°C IEC 60384-14 | VDE: 40018690
EUROPTRONIC
(SUzHOU) CO 1.0uF,275/305V :
: -OuF, UL 60384-14 UL:E521918
--Alternate LTD(UL) Europtronic | MPX2 ac, 110°C IEC 60384-14 VDE-40025981
(Suzhou) Co.
Ltd.(VDE)
FOSHAN CITY 1.0uF,275/305/3
_ XINYUAN N 10Vac, 100°C UL 60384-14 UL: E318581
Altemate | ) ecrronic co | MKP-X2 IEC60384-14 VDE:40027433
IS /105°C/110°C
Guangdong 1.0uF,275/310V |UL 60384-14 | UL: E345487
--Alternate Fengming Electronic | MKP-X2 10’50 /1110° -
o ac, 105°C/110°C ||EC 60384-14 | VDE:40025702
1.0uF, 275/305/3
Xiamen Faratronic 10Vac,100°C UL 60384-14 UL: E186600
~Altemate | 50 ) g, LG IEC 60384-14 | VDE: 40000358
/105°C/110°C
CMPP(UL) | 1.0uF,275/305/3 .
Alternat ZhuHai Sung Ho CMPP 10Vac,105°C or |UL 60384-14 Ehggzg;é%
—Alternate Electronics Co. Ltd. | series(ENE IEC 60384-14 ' -
Q) 110°C 02976-A1
A OuF,2 /30
ELECTRONICS 1.0uF,275Vac _
--Alternate ITALIA SRL(UL) R.46 OVac/310Vac,11 :é'fggggfﬁ Ekl'gg?\jﬂm
ARCOTRONICS(EN 0°C '
EC)
- UL 60384-14
Nistronics (Jiangxi) 1.0uF,310Vac, UL:E338685
—-Alternate MER . IEC60384-14 _
Co., Ltd. 105°C EN 60384.14 VDE:40047423
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SICHUAN
ZHONGXING MKP61
Atermate | ELECTRONIC CO | Series(uL) | 1.0uF,275/308v | JL893894% |y 217215
LTD(UL) MKP61(VD |AC,100°C/110°C VDE:40032626
! . IEC 60384-14
Sichuan Zhongxing | E)
Electr. Co. Ltd.(VDE)
1.0uF,310Vac/27
o ’ UL60384-14
—Alternate '(\':'OS”‘E?(;CS Wiangxi) | bR 5Vac,100°C or | ENgO384-14 \L;E:E-Eggggggs
o 110°C IEC 60384-14 -
Shantou High-New
P Technology MPX 1.0uF,275/305/3 | yL 60384-14 UL:E208107
—Altermate Dev. Zone Songtian 10 Vac, 110°C | IEC60384-14 VDE:40034679
Enterprise Co., Ltd.
NANJING TENGEN 1.0UF,275/280/3
Alternate RONG GUANG DA |\ 00/305/310 UL 60384-14 IEC | UL:E502081
ELECTRONIC Vac. 110°C 60384-14 VDE:40049725
SALES CO., LTD. '
1.0uF,275Vac/
Atermate | Yangzhou Nissei | 300vac/ 305vac/ |\ gozg4-14 IEC | UL:E351313
Electronics Co., Ltd. 310Vac,85°C 60384-14 VDE:40041628
/100°C/110°C
SICHUAN .
Atermate | ZHONGXING MKP61  |1.0uF,310VAC1 |y 60384-14 e beets
ELECTRONIC CO | Series 10°C EN60384-14 ;
= 69262302
MPX(UL) | 1.0uF,275/310V UL:E120045
—Alternate Carli Electronics Co., | MPX ac, 100°C or UL 60384-14 ENEC:
Ltd. series(ENE ) EN 60384-14 ENEC16/FI/19/1
C) 110°C 0077/A
" 2.2UF,275/310V
. Carli Electronics Co., ac, 100°C or UL 60384-14 UL:E120045
e " IEC 60384-14 | VDE: 40008520
103) 110°C
Shenzhen Jinghao 2.2uF,280/305V | UL 60384-14 IEC | UL:E252286
~Altemate | - acitor Co., Ltd. | CBB62B  |ac, 110°C 60384-14 VDE: 40018690
EUROPTRONIC
(SUZHOU) CO 2.2UF,275/305V :
: -2UF, UL 60384-14 IEC | UL:E521918
--Alternate LTD(UL) Europtronic | MPX2 ac, 110°C 60384-14 VDE 40025981
(Suzhou) Co.
Ltd.(VDE)
FOSHAN CITY 2.2uF,275/305/3
~ XINYUAN ] 10vVac, 100°C | UL 60384-14 UL: E318581
Alternate |\ o) e erronic co | MKPX2 IEC60384-14 VDE:40027433
/105°C/110°C
LTD
Guangdong 2.2uF,275/310V :
: _ .2uF, UL 60384-14 UL: E345487
--Alternate Fengming Electronic | MKP-X2 o o .
S T ac, 105°C/110°C |IEC 60384-14 | VDE:40025702
2.2uF,275/305/3
Xiamen Faratronic 10Vac,100°C UL 60384-14 UL: E186600
~Alternate | o0 ) g LG IEC 60384-14 | VDE: 40000358
/105°C/110°C
CMPP(UL) |2.2uF,275/305/3 _
ZhuHai Sung Ho CMPP 10Vac,105°C or |UL 60384-14 S S et
-Altemate |1 ctronics Co. Ltd. | series(ENE ' IEC 60384-14 | ENEC:ENEC-
B Q) 110°C 02976-Al
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REMET 2.2uF,275Vac/30
ELECTRONICS .2UF,275Vac _
~Alternate | ITALIA SRL(UL) R.46 OVac/310Vac,11 |L|J5Lc6f(s)§§§:f4 LEJh'gg?\ZﬂB
ARCOTRONICS(EN 0°C :
EC)
N — Nistronics (Jiangxi) |\ 2.2uF,310Vac, :él'cggggjﬂ UL:E338685
s 1 0 N o
Co., Ltd. 05°C EN 60384.14 VDE:40047423
SICHUAN
ZHONGXING MKP61
P ELECTRONIC CO | Series(UL) |2-2uF,275/305V Ekj%%?sj_-ﬁ UL: E217215
ermate LTD(UL) MKP61(VD |AC,100°C/110°C VDE:40032626
) : IEC 60384-14
Sichuan Zhongxing | E)
Electr. Co. Ltd.(VDE)
2.2uF,310Vac/27
o ’ UL60384-14
~Altemate | NSUONES (AN vpR 5Vac,100°C or | ENG0384-14 \LjE’E_Egggggg .
o 110°C IEC 60384-14 -
Shantou High-New
Afternate | T€Chnology s 2.2uF,275/305/3 |y 60384-14 UL:E208107
Dev. Zone Songtian 10 Vac, 110°C | IEC60384-14 VDE:40034679
Enterprise Co., Ltd.
EAEJING ;T\INGSE 2.2UF,275/2608 L 4-14 |EC | UL:E502081
I ONG GUANG kP 00/305/310 UL 60384- C| UL:E50208
ELECTRONIC . 60384-14 VDE:40049725
Vac,110°C
SALES CO., LTD.
2.2uF,275Vac/
Altemate | Yangzhou Nissei | 300vac/ 305Vacl |y gosga-14 IEC | ULES51313
Electronics Co., Ltd. 310Vac,85°C 60384-14 VDE:40041628
/100°C/110°C
SICHUAN .
J— ZHONGXING MKP61 2.2uF,310VAC,1 | yL60384-14 Eh‘Eiz_g\flS
—Altermnate ELECTRONIC CO | Series 10°C EN60384-14 ;
D 69262302
MPX(UL) | 2.2uF,275/310V UL:E120045
—Alternate Carli Electronics Co., | MPX ac, 100°C or UL 60384-14 ENEC:
Ltd. series(ENE |, EN 60384-14 ENEC16/FI/19/1
) 0°C 0077/A
CD (UL)
Y1 o
Capacitor(CY | o oo (miniature 47pF, 400Vac | yL 60384-14 UL: E37861
410,CY102,C P ; 125°C IEC60384-14 VDE: 40017931
series)(VD
Y101)
E)
Yinan Don's 47pF, 250Vac or :
. : UL 60384-14 UL: E145038
--Alternate Electronic CT81
400Vac, 125° ] :
Component Co., Ltd. ac C |IEC60384-14 VDE:135256
Walsin Technology | A\H Serles 1 47pF, 400vac, |yl 60384-14 UL:E146544
-Altemate | o #@EUL) | 1085e¢ IEC60384-14 VDE: 40001804
P AH(VDE) - :
cD ENEC:ENEC-
TDK : 47pF,400Vac,  |UL 60384-14
--Alternate series(ENE o 01048-A3
125 ]
CORPORATION o) CD(UL) C IEC60384-14 T
i Murata Mfg. Co., 47pF,250/300Va | yL 60384-14 UL:E37921
Altemate | KX ¢, 125°C IEC60384-14 | VDE:40002831
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47pF,AC
—Alternate Kunshan Wansheng cT7 508/400/300/250 UL 60384-14 UL:E249006
Electronics Co., Ltd V. 125°C IEC60384-14 VDE:40012143
Guangdong South
_Alternate Hongming Electronic | - 47pF,250Vac or | yL 60384-14 UL:E154899
Science and 400Vac, 125°C | |EC60384-14 VDE:40036393
Technology Co., Ltd.
Guangdong South
Afternate | Hongming  Electronic ;E;"e)s(E':NE 47pF,250Vac or |y 60384-14 UL:E154899
Science and 400Vac, 125°C | |EC60384-14 ENEC-01195
)
Technology Co., Ltd.
Sichuan TRX
Technology
. TRX(UL)
Atemate | ot UL)Sichuan | 1y ATpF,250Vac of |y 60384-14 | UL:E315719
9 series(ENE |400Vac, 125°C | |[EC60384-14 ENEC-02084-M2
Technology
. C)
International Co
Ltd(ENEC)
UL:E37921
P MURATA MFG CO | _, 47pF,300Vac/25 | yL 60384-14 ENEC. SE
N OVac,125°C ] ¢ St-
LTD IEC60384-14 ENEG. 2300151
ANSHAN KEIFAT
ELECTRONIC
CERAMIC
J— IESTJT'CAL co - 47pF,250Vac or | yL 60384-14 UL:E232980
—Alerate SN 400Vac, 125°C | [EC60384-14 VDE:40043423
Anshan Kei Fat
Electronic
Ceramic Technical
Co., Ltd.(VDE)
XIAMEN WANMING 47pF,250/300 UL:E221839
~Altenate | ELECTRONICS CO | Sk S |/400/500 Vac, | UL 8998404 | ENEC:ENEC
LTD 125°C 04533
%
Capacitor(CY
111,CY110.C |00 o oration o 4700pF, 250Vac, | UL 60384-14 UL: E37861
Y106,CY105, P 125°C IEC60384-14 VDE: 40029780
CY108,CY10
7
CD (UL)
CD 4700pF, 400Vac :
: - ; UL 60384-14 UL: E37861
--Alternate TDK Corporation (ml_nlature 125°C IEC60384-14 VDE: 40017931
series)(VD
E)
Yinan Don's 4700pF,250Vac )
--Alternate Electronic cT81 or 400Vac, Dl o~ IT:145038
Component Co., Ltd. 195°C IEC60384-14 VDE:135256
Walsin Technology | A1 S€MeS | 4700pF, 400vac, |y 60384-14 UL:E146544
Altemate oo #E&UL) | 1550¢ IEC60384-14 | VDE: 40001804
P AH(VDE) '
CD 47000F.400V ENEC:ENEC-
TDK : PF, ac, |uL 60384-14
--Alternate series(ENE o 01048-A3
125°C ]
CORPORATION <) CD(UL) IEC60384-14 e
Alternate | Murata Mfg. Co., o 4700pF,250/300 | yL 60384-14 UL:E37921
Ltd. Vac, 125°C IEC60384-14 VDE:40002831
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4700pF,AC
—Alternate Kunshaq Wansheng cT7 500/400/300/250 | UL 60384-14 UL:E249006
Electronics Co., Ltd V. 125°C IEC60384-14 VDE:40012143
Guangdong South 4700pF,250Vac
B — Hongming Electronic = or 400Vac, UL 60384-14 UL:E154899
Science and o IEC60384-14 VDE:40036393
125°C
Technology Co., Ltd.
Guangdong South F(UL) F |4700pF,250vVac
—Alternate Hongming Electronic Series(ENE |Or 400Vac, UL 60384-14 UL:E154899
Science and S 125°C IEC60384-14 ENEC-01195
Technology Co., Ltd.
Sichuan TRX
Technology
Co.,Ltd.(UL)Sichuan | TRAUL) | 4700pF, 250vac .
= TRX or 400Vac UL 60384-14 UL:E315719
—Alternate | Teruixiang ies(ENE ’ IEC60384-14 ENEC-02084-M2
Technology series( 125°C ; . ]
) C)
International Co
Ltd(ENEC)
Sichuan TRX
Technology 4700pF,500V
Co.,Ltd.(UL TY(UL) TY- pF, ac
--Alternate Shenzhe(:n : SeEies)(VDE or 400Vac, B
L & 60384-14 VDE:40031733
Teruixiang ) 125°C
Electronic Co, Ltd.
(VDE)
Y
Capacitor(CY
111,CY110,C |10 ~omoration - 4700pF, 250Vac, | yL 60384-14 UL: E37861
Y106,CY 105, P 125°C IEC60384-14 VDE: 40029780
CY108,CY10
7
CD (UL)
cD 4700pF, 400Vac :
: - 8 UL 60384-14 UL: E37861
--Alternate TDK Corporation (m|_n|ature 125°C IEC60384-14 VDE: 40017931
series)(VD
E)
Yinan Don's 4700pF,250Vac _
--Alternate Electronic CT81 or 400Vac, S EIE S s L=
Component Co., Ltd. 125°C IEC60384-14 VDE:135256
Walsin Technology | \H Seres 1 4700pF, 400vac, | yL 60384-14 UL:E146544
Altemate | AEUL) | 1950c IEC60384-14 | VDE: 40001804
P AH(VDE) :
CD ENEC:ENEC-
TDK . 4700pF,400Vac, |UL 60384-14
--Alternate series(ENE o 01048-A3
125 -
CORPORATION C) CD(UL) C IEC60384-14 UL-E37861
N Murata Mfg. Co., o 4700pF,250/300 | yL. 60384-14 UL:E37921
Ltd. Vac, 125°C IEC60384-14 VDE:40002831
4700pF,AC
—Alternate Kunshan_ Wansheng cTy 500/400/300/250 | UL 60384-14 UL:E249006
Electronics Co., Ltd ° IEC60384-14 VDE:40012143
V, 125°C
Guangdong South 4700pF,250Vac
—-Alternate Hongming Electronic = or 400Vac, UL 60384-14 UL.E'154899
Science and 125°C IEC60384-14 VDE:40036393
Technology Co., Ltd.
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Guangdong South | -y y ¢ |4700pF,250Vac
—Alternate Hongming Electronic Series(ENE |Or 400Vac, UL 60384-14 UL:E154899
Science and S 125°C IEC60384-14 ENEC-01195
Technology Co., Ltd.
Sichuan TRX
Technology
Co.,Ltd.(UL)Sichuan L) 4700pF,250Vac .
—Alternate Teruixiang TRX or 400Vac, UL 60384-14 UL:E315719
Technology series(ENE 125°C IEC60384-14 ENEC-02084-M2
. C)
International Co
Ltd(ENEC)
Sichuan TRX
fechnology 4700pF,500V
Co.,Ltd.(UL) TY(UL) TY- pF, ac
B . or 400Vac, UL 60384-14 IEC | UL:E315719
Alternate Sheljz_hen Series(VDE A 60384-14 VDE 40031733
Teruixiang ) 125°C
Electronic Co, Ltd.
(VDE)
Guangzhou Shiyuan
Transformer( | Electronic SYECO20- Tested within
TX603) Technology T012015D SIS Rtz appliance
Company Limited
--Alternate Interchangeable Interchange | \jin 50uH,130°C IEC 62109 WG AL
9 able ' ' appliance
Phenolic, min.
: CHANG CHUN 0.4mm :
Bobbin pLACHEE 0 o | thickness, V-0, | UL 94, UL746 UL:E59481
150 °C
Bobbin Interchangeable g‘gleemha”ge 150°C,V-0 UL 94, UL746 | UL
Shenzhen yancheng
Wire Compound Line ’SUEW@/ 131 130°C UL 1446 UL:E360434
Co,,Ltd
Zhuhai Dongchen
Wire New Materials Co @*UEW F |155°C UL 1446 UL:E520795
LTD
Wire Interchangeable ::;leerchange Min. 130°C UL 1446 uL
SHENZHEN
. KAIZHONG TIW-B*(UL) .
e e |JEDONGNEW [T |w0e Juze|UESTA
MATERIALS CO B(VDE) ’
LTD
Triple .| Interchangeable LEIE e[ e UL 2353 uL
insulated wire able
JINGJIANG YAHUA
PRESSURE . 130° _
Tape SENSITIVE GLUE CT*(b)(Q) C UL 510 UL:E165111
CO LTD
Tape Interchangeable r;gchange 130°C UL 510 uL
ZHUHAI
CHANGXIAN NEW
Varnish MATERIALS E962 130 °C UL 1446 UL:E335405
TECHNOLOGY CO
LTD.
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Varnish Interchangeable gg;—:érchange 130°C UL 1446 UL
SHENZHEN
ZHONGDIANCHEN
Tube GUANG CG-S 130 °C, VW-1 UL 224 UL:E469628
ELECTRONIC CO
LTD
Tube Interchangeable gﬂgleerchange 200°C UL 224 UL
MPX(UL) 1.0uF,275/310V UL:E120045
_Alternate Carli Electronics Co., | MPX ac, 100°C or UL 60384-14 ENEC:
Ltd. series(ENE . EN 60384-14 ENEC16/FI/19/1
Q) 110°C 0077/A
X 2.2uF,275/310V
. Carli Electronics Co., ac, 100°C or UL 60384-14 UL:E120045
Capacitor(CX MPX '
Ltd. IEC 60384-14 VDE: 40008520
103) 110°C
Shenzhen Jinghao 2.2uF,280/305V [ UL 60384-14 IEC | UL:E252286
~Altemate | oo bacitor Co., Ltd. | CBB82B | 4c 110C 60384-14 VDE: 40018690
EUROPTRONIC
(SUZHOU) CO .
--Alternate LTD(UL) Europtronic | MPX2 2;:2ulFi§%5/305V 55322318214 EC \3553%%)%15%81
(Suzhou) Co. ' '
Ltd.(VDE)
;%EBAAE P 22Ul Gy~ UL 60384-14 UL: E318581
- - C : 3
Alteate | ¢) e ctronic co | MKP2@ | 10vac, 100 IEC60384-14 | VDE:40027433
/105°C/110°C
LTD
Guangihd 2.2UF,275/310V :
- . . 4 UL 60384-14 UL: E345487
--Alternate Fengming Electronic | MKP-X2 . . )
Tech Co.. Ltd. ac, 105C/110C |IEC 60384-14 VDE:40025702
. 2.2uF,275/305/3
—Alternate Xiamen Faratronic MKP62 10\7ac 100°C UL 60384-14 UL: E186600
Co. Ltd. /1105°C/110°C IEC 60384-14 VDE: 40000358
CMPP(UL) |5 oyF,275/305/3 UL:E327138
ZhuHai Sung Ho CMPP DN UL 60384-14 g
“Altemate | Electronics Co. Ltd. | series(ENE | 10 8710 © O lEC 603sa14 | ENECENEC,
)
KEMET
ELECTRONICS 2.2uF,275Vac/30 )
Alternate | ITALIA SRL(UL) R.46 OVac/310Vac,11 :JEI_CGQSSSEIZ EII:I.EE(?‘;?\ZELS
ARCOTRONICS(EN oC ’
EC)
. . . . UL 60384-14
Nistronics (Jiangxi) 2.2uF,310Vac, UL:E338685
--Alternate MER . IEC60384-14 )
Co., Ltd. 105°C EN 60384-14 VDE:40047423
SICHUAN
ZHONGXING MKP61
Altemnate | ELECTRONIC CO | Series(UL) | 2.2uF,275/305V gh%%%%j'_lli UL: E217215
LTD(UL) MKP61(VD |AC,100°C/110°C IEC 60384-14 VDE:40032626
Sichuan zhongxing | E)
Electr. Co. Ltd.(VDE)
. . . . 2.2uF,310Vac/27 | UL60384-14
—-Alternate g'os”i?écs (iangxi) | \ipr 5vac,100C or | EN60384-14 3;55332232 .
v ' 110°C IEC 60384-14 )
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Shantou High-New

—Alternate Technology MPX 2.2uF,275/305/3 | UL 60384-14 UL:E208107
Dev. Zone Songtian 10 Vac, 110C IEC60384-14 VDE:40034679
Enterprise Co., Ltd.
NANJING TENGEN
_Alternate RONG GUANG DA MKP 302/355%%280/3 UL 60384-14 IEC | UL:E502081
ELECTRONIC Vac. 110°C 60384-14 VDE:40049725
SALES CO., LTD. '
2.2uF,275Vac/
—Alternate Yangzhou Nissei MP1 300Vac/ 305Vac/ | UL 60384-14 IEC | UL:E351313
Electronics Co., Ltd. 310Vac,85C 60384-14 VDE:40041628
/100°C/110°C
SICHUAN .
Alt t ZHONGXING MKP61 2.2uF,310VAC,1 |UL60384-14 EI&I’EIE:Z_ELZIS
—Alternate ELECTRONIC CO | Series 10°C EN60384-14 ;
69262302
LTD
MPX(UL) UL:E120045
—Alternate Carli Electronics Co., | MPX Z;:Zulli),CZ)OYCS/grl ov UL 60384-14 ENEC:
Ltd. series(ENE 116°C EN 60384-14 ENEC16/FI/19/1
C) 0077/A
v1 gg (UL)
Capacitor(CY TDK Corporation (miniature 47pF, 400Vac UL 60384-14 UL: E37861
410,CY102,C P - 125°C IEC60384-14 VDE: 40017931
series)(VD
Y101)
E)
Yinan Don's
. 47pF, 250Vac or | UL 60384-14 UL: E145038
—Altemate | ElectiCgly e 400Vac, 125C  |IEC60384-14 | VDE:135256
Component Co., Ltd.
Alternae | Walsin Technology a';(s)?ﬂﬁ)s ATpF, 400Vac, |UL 60384-14 | UL:E146544
Corp AH(VDE) 125C IEC60384-14 VDE: 40001804
CD ENEC.ENEC-
TDK . 47pF,400Vac, UL 60384-14
--Alternate series(ENE . 01048-A3
CORPORATION C) CO(UL) 125°C IEC60384-14 Vi
Alternate Murata Mfg. Co., KX 47pF,250/300Va | UL 60384-14 UL:E37921
o Ltd. c, 125C IEC60384-14 VDE:40002831
47pF,AC
Kunshan Wansheng o UL 60384-14 UL:E249006
—Altemate 1 e jectronics Co., Ltd | CT7 \5/0(;/;1;)9(:/300/ 250 1 \ece0384-14 VDE:40012143
Guangdong South
Al t Hongming Electronic = 47pF,250Vac or |UL 60384-14 UL:E154899
—Altenale 1 science and 400Vac, 125C | IEC60384-14 VDE:40036393
Technology Co., Ltd.
Guangdong South FUL) E
—Alternate Hongming Electronic Sserie)s (ENE 47pF,250Vac or |UL 60384-14 UL:E154899
Science and 400Vac, 125C IEC60384-14 ENEC-01195
C)
Technology Co., Ltd.
Sichuan TRX
-IC-ZiCer'Zgl(()LgJ{)Sichuan UGl
—Alternate Ter.L,Jixia;n TRX 47pF,250Vac or |UL 60384-14 UL:E315719
9 series(ENE |400Vac, 125C IEC60384-14 ENEC-02084-M2
Technology
. C)
International Co
Ltd(ENEC)
Alt f MURATA MFG CO EA 47pF,300Vac/25 |UL 60384-14 LEJ::IEE 379§1E
—Altemate o 0Vac,125°C IEC60384-14 el

ENEC-2300151
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ANSHAN KEIFAT
ELECTRONIC
CERAMIC
Altermate IE&TJ’E;CA'- e, - 47pF,250Vac or |UL 60384-14 UL:E232980
N e 400Vac, 125°C IEC60384-14 VDE:40043423
Electronic
Ceramic Technical
Co., Ltd.(VDE)
XIAMEN WANMING 47pF,250/300 UL:E221839
-Altemate | ELECTRONICS CO g&" SD. 1/400/500 Vac, Ek‘ ggggj ij ENEC:ENEC-
LTD 125°C ; 04533
Y
Capacitor(CY
111,Cv110,C TDK Corporation cD 4700pF, 250Vac, | UL 60384-14 UL: E37861
Y106,CY 105, P 125°C IEC60384-14 VDE: 40029780
CY108,CY10
7)
CD (UL)
CD
. L 4700pF, 400Vac | UL 60384-14 UL: E37861
--Alternate TDK Corporation (ml_nlature 125°C IEC60384-14 VDE: 40017931
series)(VD
E)
i f 4700pF,250Vac
--Alternate E:Zg?roa(i)cns CT81 or 40%Vac UL 60384-14 UL: E145038
Component Co., Ltd. 125°C IEC60384-14 VDE:135256
Altemate | WWalsin Technology a')"(;zrjﬁ)s 4700pF, 400Vac, | UL 60384-14 UL:E146544
Corp AH(VDE) 125°C IEC60384-14 VDE: 40001804
CD ENEC:ENEC-
TDK . 4700pF,400Vac, |UL 60384-14
--Alternate series(ENE ) ) 01048-A3
CORPORATION C) CO(UL) 125C IEC60384-14 e
Murata Mfg. Co., 4700pF,250/300 |UL 60384-14 UL:E37921
--Alternate KX .
Ltd. Vac, 125C IEC60384-14 VDE:40002831
4700pF,AC
Kunshan Wansheng UL 60384-14 UL:E249006
-Altemate | ko ctronics Co.. Ltd IS 30?;2%/300/250 IEC60384-14 VDE:40012143
Guangdong South
Altermate | Hongming Electronic | _ IO aOVAC UL 603ga-14 | ULIE154899
Science and 3 ' IEC60384-14 VDE:40036393
125C
Technology Co., Ltd.
Guangdong South
. . 4700pF,250Vac
--Alternate Hongming Electronic g(elﬂil_e)s(EFNE or 40%Vac UL 60384-14 UL:E154899
Science and C 125 ' IEC60384-14 ENEC-01195
Technology Co., Ltd. )
Sichuan TRX
Technology
. TRX(UL)
B -l L ol TR P
u 9 series(ENE . ’ IEC60384-14 ENEC-02084-M2
Technology C 125°C
International Co )
Ltd(ENEC)
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Sichuan TRX
Technology
- | 4700pF,500Vac
e | SO T e aTmESO0ve | s e st
L . ' 60384-14 VDE:40031733
Teruixiang ) 125C
Electronic Co, Ltd.
(VDE)
Y
Capacitor(CY
111,CY110,C . 4700pF, 250Vac, | UL 60384-14 UL: E37861
Y106,Cy105, | DK Corporation | CD 125C IEC60384-14 VDE: 40029780
CY108,CY10
7)
CD (UL)
CD
. - 4700pF, 400Vac |UL 60384-14 UL: E37861
--Alternate TDK Corporation (ml_nlature 125°C IEC60384-14 VDE: 40017931
series)(VD
E)
Yinan Don's 4700pF,250Vac .
--Alternate Electronic CT81 or 400Vac, :él‘cggggjij \L;EEEllg'gggg
Component Co., Ltd. 125C '
Walsin Technol AH Series | 12000F  400Vac, | UL 60384-14 UL:E146544
—-Alternate aisin Technology | e )(uL) b ’ - :
Corp AH(VDE) 125C IEC60384-14 VDE: 40001804
CD ENEC:ENEC-
TDK , 4700pF,400Vac, |UL 60384-14
--Alternate series(ENE ? 01048-A3
CORPORATION C) CD(UL) 125C IEC60384-14 UL-E37861
—Alternate Murata Mfg. Co., KX 4700pF,250/300 |UL 60384-14 UL:E37921
Ltd. Vac, 125°C IEC60384-14 VDE:40002831
4700pF,AC
Kunshan Wansheng UL 60384-14 UL:E249006
—~Altemate | &0 ctronics Co., Ltd | ST/ 3001/;50%300/ 250 | |ECc60384-14 VDE:40012143
Guangdong South
. . 4700pF,250Vac
NG Hongming Electronic E o 40%Vac UL 60384-14 UL:E154899
Science and 125C ' IEC60384-14 VDE:40036393
Technology Co., Ltd.
Guangdong South 4700DF . 250V
Altermat Hongming Electronic g(li.") EFNE o aovm° UL 60384-14 UL:E154899
—Alternate Science and C)e s vl IEC60384-14 ENEC-01195
Technology Co., Ltd.
Sichuan TRX
Technology
. TRX(UL)
e | |7 (oo |y gognats | uestors
Technology series(ENE 125C IEC60384-14 ENEC-02084-M2
. C)
International Co
Ltd(ENEC)
Sichuan TRX
Technology
Co.,Ltd.(UL) TY(UL) TY- |4700pF,500Vac
) UL 60384-14 IEC| UL:E315719
--Alternate Sherjz.hen Series(VDE |or 490Vac, 60384-14 VDE 40031733
Teruixiang ) 125°C
Electronic Co, Ltd.
(VDE)
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Guangzhou Shiyuan
Transformer( | Electronic SYECO20- Tested within
TX603) Technology T012015D LS (S0 tee appliance
Company Limited
Interchange |, ,. . Tested within
--Alternate Interchangeable e Min.50uH,130°C |IEC 62109 appliance
Phenolic, min.
. CHANG CHUN 0.4mm _
Bobbin PLASTICS CO LTD T200HF thickness, V-0, UL 94, UL746 UL:E59481
150 C
Bobbin Interchangeable nterchange | 150, v-0 UL 94, UL746 | UL
Shenzhen yancheng
Wire Compound Line >(<)UEW@/13 130°C UL 1446 UL:E360434
Co.,Ltd
Zhuhai Dongchen
Wire New Materials Co @*UEW F |155C UL 1446 UL:E520795
LTD
Wire Interchangeable g:;leerchange Min. 130C UL 1446 UL
SHENZHEN
. KAIZHONG TIW-B*(UL) )
O e DO e (Mo e o[
MATERIALS CO B(VDE) :
LTD
W0 Interch bl Interchange | ; 35 UL 2353 uL
insulated wire | rerenangeanie able
JINGJIANG YAHUA
PRESSURE . )
Tape SENSITIVE GLUE CT*(b)(9) 130°C UL 510 UL:E165111
CO LTD
Tape Interchangeable :tt)leerchange 130°C UL 510 UL
ZHUHAI
CHANGXAN NEW
Varnish MATERIALS E962 130 C UL 1446 UL:E335405
TECHNOLOGY CO
LTD.
Varnish Interchangeable :;Earchange 130°C UL 1446 UL
SHENZHEN
ZHONGDIANCHEN
Tube GUANG CG-S 130 C, VW-1 UL 224 UL:E469628
ELECTRONIC CO
LTD
Tube Interchangeable ggle;rchange 200°C UL 224 UL
Common Guangzhou Shiyuan | SYT22- Tested within
choke(LC103) | Electronics Co.,Ltd. | L200uA SeEeE ISgtratd appliance
(CT201) ZMCTL18A IEC 62109 BEALIK
Guangzhou Shiyuan
PFC Electronics APFY5400 . Tested within
Choke(L503) | Technology 60 130°C (SO GRS appliance
Company L
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Guangzhou Shiyuan

PFC Electronics SYT205- . Tested within

Choke(L202) | Technology L500uA EUE (S0 ezatne appliance
Company L

Relay(RL5,RL TAIWAN SHORI S20E-12B- |20A,250/277VA uL60947- TUV:R 50284283

4,RL6) ELECTRIC CO., 1AS c 1,UL60947-4-1, E188091

' LTD EN 61810-1
Relay(RL1,RL |i@men Hongfa 20A,250/277vA | VL0947 UL:E133481
2,RL3) Electroacoustic HF115F-25 C 1,UL60947-4-1 TUV'R 50523670
' Co.,Ltd EN 61810-1 '

Line Guangzhou Shiyuan | SYUC33- . Tested within

filter(LC101) Electronics Co., Ltd. | L2.5mA VIO 1507220 appliance
Guangzhou Shiyuan

Transformer( . -
Electronic SYEE13- Tested within

;I'XGOl,TX602 Technology TO12A Class B IEC 62109 appliance
Company Li

Transformer( | Guangzhou Shiyuan | SYEE1615- Tested within

TX7900) Electronics Co.,Ltd. | TO12018A CEERRE] (26 lezatos appliance

Transformer( | Guangzhou Shiyuan | SYEI5535- Tested within

T401) Electronics Co., Ltd. | T024024A i IEC 62109 appliance

swiches |0 oM IRseor  [6A,250v UL 61058-1 £C120010810
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TEST REPORT
IEC 62109-2, EN 62109-2
Safety of Power Converter for use in Photovoltaic Power Systems
Part 2: Particular requirements for inverters

Report Reference No...................: ENS2510110131P00101R

Compiled by (name + signature) ...: See page 2

s AR A V) B o3 e e e
Date of issue .............c..cevveevven..... . See page 2

Total number of pages ................... See page 2

Testing Laboratory name........... : See page 2

Address .....oovoviiiiiiii . See page 2

Testing location/ address.............. . See page 2

Applicant’s name....................... . See page 2

AdAress .......oooevvveveeeiiiiiiiiiiiininnnn, . See page 2

Test specification:

Standard .........coociiiii - IEC 62109-2: 2011, EN 62109-2: 2011.

Test procedure ...........cccvoveennneennn. . IEC report

Non-standard test method............. N/A

Test Report Form No.................. : IEC62109_2A

Test Report Form(s) Originator ..... : LCIE - Laboratoire Central des Industries Electriques
Master TRF ........cooeviiiiiineeeennnn, . Dated 2012-02

Copyright © 2011 Worldwide System for Conformity Testing and Certification of Electrical Equipment
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This publication may be reproduced in w hole or in part for non-commercial purposes as long as the IECEE is acknow ledged as
copyright ow nerand source of the material. IECEE takes no responsibility for and w ill not assume liability for damages resulting from the
reader's interpretation of the reproduced material due to its placement and context.

Test item description ................. . See page 2
Trade Mark........ccooevviiiiniiiinneennn, . See page 2
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Summary of testing:
The product has been tested according to standard IEC 62109-2: 2011, EN 62109-2: 2011.

e  Tested for moderate conditions
e EUT is designed for altitudes not exceeding 4000 m.

List of Attachments (including a total number of pages in each attachment):

This test report contains 2 parts listed in below table:

Item Description Pages
Part 1 IEC 62109-1: 2010 Test report 2-75
Part 2 IEC 62109-2: 2011 Test report 76-103

Test item particulars.........ccooooviiiiiiiiii. :

Classification of installationand use ........................ . Fixed, permanent connection, outdoor, OVC Ill for
mains, OVC Il for DC Input

Connection tothe mains.............coveviviiiiiieeeens - X pluggable equipment [ direct plug-in
[ permanent connection [ for building-in

Possible test case verdicts:

- test case does not apply to the test object................. N(/A, Not applicable)
- test object does meet the requirement ..................... P (Pass)

- test object does not meet the requirement................ F (Fail)

TESHNG «eeiieiee e

Date of receipt of test item.................cccoeevevieeenneenl See page 3

Date (s) of performance of tests...............c..oeeevneeee.l See page 3

General remarks:

"(see Attachment #)" refers to additional information appended to the report.

"(see appended table)" refers to a table appended to the report.

The tests results presented in this report relate only to the object tested.

This report shall not be reproduced except in full without the written approval of the testing laboratory.
List of test equipment must be kept on file and available for review.

Additional test data and/or information provided in the attachments to this report.

Throughout this report a [ comma / X point is used as the decimal separator.

General productinformation:
(See page 2)

Copy of marking plate:
(See page 3)
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4 General testing requirements

4.4 Testing in single fault condition

4.4.4 Single fault conditions to be applied: Add the
following requirements:

4.4.4.15 Fault-tolerance of protection for grid-interactive N
inverters

4.4.4.15.1 | Fault-tolerance of residual current monitoring

Where protection against hazardous residual
currents according to 4.201.3.1.4 is required, the
residual current monitoring system must be able to
operate properly with a single fault applied, or must
detect the fault or loss of operability and cause the
inverter to indicate a fault and disconnect from or
not connect to the MAINS, no later than the next
attempted re-start.

Compliance is checked by testing with the grid- N
interactive inverter connected as in reference test
conditions in Part 1. Single faults are to be applied
in the inverter one at a time, for example in the
residual current monitoring circuit, other control
circuits, orin the power supply to such circuits. For
each fault condition, the inverter complies if one of
the following occurs:

a) the inverter ceases to operate, indicates a fault in N
accordance with 13.9, disconnects from the mains,
and does not re-connect after any sequence of
removing and reconnecting PV power, AC power, or
both,

or N
b) the inverter continues to operate, passes testing
in accordance with 4.201.3.1.4 showing that the
residual current monitoring system functions
properly under the single fault condition, and
indicates a fault;

or N
c¢) the inverter continues to operate, regardless

of loss of residual current monitoring functionality,
but does not re-connect after any sequence of
removing and reconnecting PV power, AC power, or
both, and indicates a fault.

4.4.4.15.2 | Fault-tolerance of automatic disconnecting means

4.4.4.15.2.1 | General

The means provided for automatic disconnection of
a grid-interactive inverter from the mains shall:

— disconnect all grounded and ungrounded current- N
carrying conductors from the mains, and

— be such that with a single fault applied to the N
disconnection means or to any other location in the
inverter, at least basic insulation or simple
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separation is maintained between the PV array and
the mains when the disconnecting means is
intended to be in the open state.

4.4.4.15.2.2 | Design of insulation or separation N

The design of the basic insulation or simple Relay contact gap: 1,5 mm
separation referred toin 4.4.4.15.2.1 shall comply
with the following:

— the basic insulation or simple separation shall be N
based on the PV circuit working woltage, impulse
withstand woltage, and temporary over-wltage, in
accordance with 7.3.7 of Part 1,

— the mains shall be assumed to be disconnected;

— the provisions of 7.3.7.1.2 g) of Part 1 may be
applied if the design incorporates means to reduce
impulse wltages, and where required by 7.3.7.1.2
of Part 1, monitoring of such means;

— in determining the clearance based on working N
woltage in 7.3.7 of Part 1, the values of column 3 of
Table 13 of Part 1 shall be used.

4.4.4.15.2.3 | Automatic checking of the disconnect means

For a non-isolated inverter, the isolation provided by
the automatic disconnection means shall be
automatically checked before the inverter starts
operation. If the isolation check fails, the inverter
shall not close any still-functional disconnection
means, shall not start operation, and shall indicate a
fault in accordance with 13.9.

Compliance is checked by inspection of the PCE N
and schematics, evaluation of the insulation or
separation provided by components, and for non-
isolated inverters by the following test:

With the non-isolated grid-interactive inverter N
connected and operating as in reference test
conditions in Part 1, single faults are to be applied to
the automatic disconnection means or to other
relevant parts of the inverter. The faults shall be
chosen to render all or part of the disconnection

means inoperable, for example by defeating control
means or by short circuiting one switch pole at a
time. With the inverter operating, the fault is

applied, and then PV input woltage is removed or
lowered below the minimum required for inverter
operation, to trigger a disconnection from the mains.
The PV input wiltage is then raised back up into the
operational range. After the inverter completes its
isolation check, any still-functional disconnection
means shall be in the open position, at least basic
insulation or simple separation shall be maintained
between the PV input and the mains, the inverter
shall not start operation, and the inverter shall
indicate a fault in accordance with 13.9.
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In all cases, the non-isolated grid-interactive inverter N
shall comply with the requirements for basic
insulation or simple separation between the mains
and the PV input following application of the fault.

4.4.4.16 Stand-alone inverters -load transfer test

A stand-alone inverter with a transfer switch to
transfer AC loads from the mains or other AC
bypass source to the inverter output shall continue
to operate normally and shall not present a risk of
fire or shock as the result of an out-of-phase
transfer.

Compliance is checked by the following test. The N
bypass a.c. source is to be displaced 180°from the
a.c. output of a single-phase inverter and 120°for a

3-phase supply. The transfer switch is to be
subjected to one operation of switching the load
from the a.c. output of the inverter to the bypass a.c.
source. The load is to be adjusted to draw
maximum rated a.c. power.

For an inverter employing a bypass switch having a N
control preventing switching between two a.c.
sources out of synchronization, the test is to be
conducted under the condition of a component
malfunction when such a condition could result in an
out-of-phase transfer between the two a.c. sources

of supply.
4.4.4.17 Cooling system failure — Blanketing test

In addition to the applicable tests of subclause
4.4.4.8 of Part 1, inadvertent obstruction of the
airflow over an exposed external heatsink shall be
one of the fault conditions considered. No hazards
according to the criteria of subclause 4.4.3 of Part 1
shall result from blanketing the inverter in
accordance with the test below.

This test is not required for inverters restricted to P
use only in closed electrical operating areas.

Compliance is checked by the following test, P
performed in accordance with the requirements of
subclause 4.4.2 of Part 1 along with the following.

The inverter shall be mounted in accordance with P
the manufacturer’s installation instructions. If more
than one position or orientation is allowed, the test
shall be performed in the orientation or position that
is most likely to result in obstruction of the heatsink
after installation. The entire inverter including any
external heatsink provided shall be cowered in
surgical cotton with an uncompressed thickness of
minimum 2 cm, covering all heatsink fins and air
channels. This surgical cotton replaces the
cheesecloth required by subclause 4.4.3.2 of Part 1.
The inverter shall be operated at full power. The
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duration of the test shall be a minimum of 7 h except
that the test may be stopped when temperatures
stabilize if no external surface of the inverter is at a
temperature exceeding 90 °C.

4.7 Electrical Ratings Tests

4.7.3 Measurement requirements for AC output ports for
stand-alone inverters

Measurements of the AC output wltage and current P
on a stand-alone inverter shall be made with a
meter that indicates the true RMS value.

4.7.4 Stand-alone Inverter AC output woltage and P
frequency
4741 General P

The AC output wltage and frequency of a stand-
alone inverter, or multi-mode inverter operating in
stand-alone mode, shall comply with the
requirements of 4.7.4.2t04.7.4.5.

4.7.4.2 Steady state output wltage at nominal DC input

The steady-state AC output wltage shall not be less
than 90 % or more than 110 % of the rated nominal
woltage with the inverter supplied with its nominal
value of DC input woltage.

Compliance is checked by measuring the AC output P
woltage with the inverter supplying no load, and
again with the inverter supplying a resistive load
equal to the inverters rated maximum continuous
output power in stand-alone mode. The AC output
wltage is measured after any transient effects from
the application or removal of the load have ceased.

4.7.4.3 Steady state output wltage across the DC input P
range
The steady-state AC output wltage shall not be less P

than 85 % or more than 110 % of the rated nominal
wltage with the inverter supplied with any value
within the rated range of DC input woltage.

Compliance is checked by measuring the AC output P
wltage under four sets of conditions: with the
inverter supplying no load and supplying a resistive
load equal to the inverters rated maximum

continuous output power in stand-alone mode, both
at the minimum rated DC input woltage and at the
maximum rated DC input wltage. The AC output
wltage is measured after any transient effects from
the application or removal of the load have ceased.

4.7.4.4 Load step response of the output wltage at nominal P
DC input
The AC output wltage shall not be less than 85 % P

or more than 110 % of the rated nominal voltage for
more than 1,5 s after application or removal of a
resistive load equal to the inverter's rated maximum
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continuous output power in stand-alone mode, with
the inverter supplied with its nominal value of DC
input woltage.

Compliance is checked by measuring the AC output P
wltage after a resistive load step from no load to full
rated maximum continuous output power, and from
full power to no load. The RMS output wltage of the
first complete cycle coming

after t = 1,5 s is to be measured, where tis the time
measured from the application of the load step
change.

4.7.4.5 Steady state output frequency

The steady-state AC output frequency shall not vary
from the nominal value by more than +4 % or —6 %.

Compliance is checked by measuring the AC output P
frequency under four sets of conditions:

with the inverter supplying no load and supplying a
resistive load equal to the inverters rated maximum
continuous output power in stand-alone mode, at
both the minimum rated DC input wltage and at the
maximum rated DC input woltage.

The AC output frequency is measured after any
transient effects from the application or removal of
the load have ceased.

4.7.5 Stand-alone inverter output woltage waveform N
4.7.5.1 General N
4.75.2 Sinusoidal output wltage waveform requirements N
4.75.3 Non-sinusoidal output waveform requirements N
4.75.4 Information requirements for non-sinusoidal N
waveforms
4.75.5 Output wltage waveform requirements for inverters N
for dedicated loads
4.8 Additional tests for grid-interactive inverters
48.1 General requirements regarding inverter isolation
and array grounding
Inverters may or may not provide galvanic isolation N
from the MAINS to the PV array, and the array may
or may not have one side of the circuit grounded.
Inverters shall comply with the requirements in
Table 4-201 for the applicable combination of
inverter isolation and array grounding.
4.8.2 Array insulation resistance detection for inverters for N
ungrounded and functionally grounded arrays
4.8.2.1 Array insulation resistance detection for inverters for N
ungrounded arrays
Inverters for use with ungrounded arrays shall have N

means to measure the DC insulation resistance
from the PV input (array) to ground before starting
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operation, or shall be provided with installation
instructions in accordance with 5.3.2.11.

If the insulation resistance is less than R = (VMAX N
PV/30 mA) ohms, the inverter:
— for isolated inverters, shall indicate a fault in N

accordance with 13.9 (operation is allowed); the
fault indication shall be maintained until the array
insulation resistance has recovered to a value
higher than the limit above;

— for non-isolated inverters, or inverters with N
isolation not complying with the leakage current
limits in the minimum inverter isolation requirements
in Table 30, shall indicate a fault in accordance with
13.9, and shall not connect to the mains; the
inverter may continue to make the measurement,
may stop indicating a fault and may connect to the
mains if the array insulation resistance has
recovered to a value higher than the limit above.

Compliance is checked by analysis of the design N
and by testing, as follows:

The inverter shall be connected to PV and AC N
sources as specified in the reference test conditions
in Part 1, except with the PV wltage set below the
minimum operating wltage required for the inverter
to attempt to start operating. A resistance 10 % less
than the limit above shall be connected between
ground and each PV input terminal of the inverter, in
turn, and then the PV input wltage shall be raised
to a value high enough that the inverter attempts to
begin operation. The inverter shall indicate a fault in
accordance with 13.9 and take the action (operating
or not operating as applicable) required abowe.

It is not required to test all PV input terminals if N
analysis of the design indicates that one or more
terminals can be expected to have the same result,
for example where multiple PV string inputs are in
parallel.

4.8.2.2 Array insulation resistance detection for inverters for N
functionally grounded arrays

Inverters that functionally ground the array through N
an intentional resistance integral to the inverter,
shall meet the requirements in a) and c), or b) and
c) below:

a) The value of the total resistance, including the N
intentional resistance for array functional grounding,
the expected insulation resistance of the array to
ground, and the resistance of any other networks
connected to ground (for example measurement
networks) must not be lower than R = (VMAX PV/30
mA) ohms. The expected insulation resistance of
the array to ground shall be calculated based on an
array insulation resistance of 40 MQ per m2, with
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the surface area of the panels either known, or
calculated based on the inverter power rating and
the efficiency of the worst-case panels that the
inverter is designed to be used with.

b) As an alternative to a), or if a resistor value lower N
than in a) is used, the inverter shall incorporate
means to detect, during operation, if the total current
through the resistor and any networks (for example
measurement networks) in parallel with it, exceeds
the residual current values and times in Table 31
and shall either disconnect the resistor or limit the
current by other means. If the inverter is a non-
isolated inverter, or has isolation not complying with
the leakage current limits in the minimum inverter
isolation requirements in Table 30, it shall also
disconnect from the mains.

¢) The inwverter shall have means to measure the N
DC insulation resistance from the PV input to
ground before starting operation, in accordance with

4.8.2.1.
4.8.3 Array residual current detection N
48.3.1 Ungrounded arrays operating at DVC-B and DVC-C N

wltages can create a shock hazard if live parts are
contacted and a return path for touch current exists.
In a non-isolated inverter, or an inverter with
isolation that does not adequately limit the available
touch current, the connection of the mains to earth
(i.e. the earthed neutral) provides a return path for
touch current if personnel inadvertently contact live
parts of the array and earth at the same time. The
requirements in this section provide additional
protection against this shock hazard through the
application of residual current detectors (RCD’s) per
4.8.3.4 or by monitoring for sudden changes in
residual current per 4.8.3.5, except neither is
required in an isolated inverter where the isolation
provided limits the available touch current to less
than 30 mA when tested in accordance with

4.8.3.2.

Ungrounded and grounded arrays can create a fire N
hazard if a ground fault occurs that allows excessive
current to flow on conductive parts or structures that
are not intended to carry current. The requirements
in this section provide additional protection against
this fire hazard by application of RCD’s per 4.8.3.4
or by monitoring for continuous excessive residual
current per 4.8.3.5, except neither is required in an
isolated inverter where the isolation provided limits
the available current to less than:

— 300 mA RMS for inverters with rated continuous N
output power < 30 kVA, or

— 10 mA RMS per kVA of rated continuous output N
power for inverters with rated continuous output
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power rating > 30 kVA.

4.8.3.2 30 mA touch current type test for isolated inverters N

Compliance with the 30 mA limitin 4.8.3.1is tested N
with the inverter connected and operating under
reference test conditions, except that the DC supply
to the inverter must not have any connection to
earth, and the mains supply to the inverter must
have one pole earthed. It is acceptable (and may be
necessary) to defeat array insulation resistance
detection functions during this test. The touch
current measurement circuit of IEC 60990, Figure 4
is connected from each terminal of the array to
ground, one at a time. The resulting touch current is
recorded and compared to the 30 mA limit, to
determine the requirements for array ground
insulation resistance and array residual current
detection in Table 30.

48.3.3 Fire hazard residual current type test for isolated N
inverters
Compliance with the 300 mA or 10 mA per kVA limit N

in 4.8.3.1is tested with the inverter connected and
operating under reference test conditions, except
that the DC supply to the inverter must not have any
connection to earth, and the mains supply to the
inverter must have one pole earthed. It is
acceptable (and may be necessary) to defeat array
insulation resistance detection functions during this
test. An ammeter is connected from each PV input
terminal of the inverter to ground, one at a time.

The ammeter used shall be an RMS meter that
responds to both the AC and DC components of the
current, with a bandwidth of at least 2 kHz. The
current is recorded and compared to the limit in
4.8.3.1, to determine the requirements for array
ground insulation resistance and array residual
current detection in Table 30.

4.8.3.4 Protection by application of RCD’s Integrated with the PCE N

The requirement for additional protectionin 4.8.3.1 N
can be met by provision of an RCD with a residual
current setting of 30 mA, located between the
inverter and the mains. The selection of the RCD
type to ensure compatibility with the inverter must
be made according to rules for RCD selection in
Part 1. The RCD may be provided integral to the
inverter, or may be provided by the installer if details
of the rating, type, and location for the RCD are
given in the installation instructions per 5.3.2.9.

4.8.3.5 Protection by residual current monitoring N
4.8.3.5.1 General

Where required by Table 30, the inverter shall
provide residual current monitoring that functions
whenever the inverter is connected to the mains
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with the automatic disconnection means closed.
The residual current monitoring means shall
measure the total (both a.c. and d.c. components)
RMS current.

As indicated in Table 30 for different inverter types, N
array types, and inverter isolation levels, detection
may be required for excessive continuous residual
current, excessive sudden changes in residual
current, or both, according to the following limits:

a) Continuous residual current: The inverter shall N
disconnect within 0,3 s and indicate a fault in
accordance with 13.9 if the continuous residual
current exceeds:

— maximum 300 mA for inverters with continuous
output power rating < 30 kVA;

— maximum 10 mA per kVA of rated continuous
output power for inverters with continuous output
power rating > 30 kVA.

b) Sudden changes in residual current: The inverter N
shall disconnect from the mains within the time
specified in Table 31 and indicate a fault in
accordance with 13.9, if a sudden increase in the
RMS residual current is detected exceeding the
value in the table.

Exceptions: N

- monitoring for the continuous condition in a) is not
required for an inverter with isolation complying with
4.201.3.1.2

- monitoring for the sudden changes in b) is not
required for an inverter with isolation complying with

4.201.3.1.1

4.8.3.5.2 Test for detection of excessive continuous residual N
current
An external adjustable resistance is connected from N

ground to one PV input terminal of the inverter.
The resistance shall be steadily lowered in an
attempt to exceed the residual current limitin a)
abowe, until the inverter disconnects.

This determines the actual trip level of the sample
under test, which shall be less than or equal to the
continuous residual current limit above.

To test the trip time, the test resistance is then
adjusted to set the residual current to a value
approximately 10 mA below the actual trip lewel.

A second external resistance, adjusted to cause
approximately 20 mA of residual current to flow, is
connected through a switch from ground to the
same PV input terminal as the first resistance.
The switch is closed, increasing the residual current
to a level abowve the trip level determined abowe.
The time shall be measured from the moment the
second resistance is connected until the moment
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the inverter disconnects from the mains, as
determined by obsening the inverter output current
and measuring the time until the current drops to
zero. This test shall be repeated 5 times, and for all
5 tests the time to disconnect shall not exceed 0,3 s.

4.8.3.5.3 Test for detection of sudden changes in residual N
current
a) Setting the pre-existing baseline lewvel of N

continuous residual current: An adjustable
capacitance is connected to one PV terminal. This
capacitance is slowly increased until the inverter
disconnects by means of the continuous residual
current detection function. The capacitance is then
lowered such that the continuous residual current is
reduced below that disconnection lewvel, by an
amount equal to approximately 145 % of the first
residual current sudden change value in 4.8.3.5.1

b) to be tested (e.g. 45 mA for the 30 mA test) and
the inverter is re-started.

b) Applying the sudden change in residual current: N
An external resistance, pre-adjusted to cause 30
mA of residual current to flow, is connected through
a switch from ground to the same PV input terminal
as the capacitance in step a) abowve. The time shall
be measured from the moment the switch is closed
(i.e. connecting the resistance and applying the
residual current sudden change) until the moment
the inverter disconnects from the grid, as
determined by obsening the inverter output current
and measuring the time until the current drops to
zero. This test shall be repeated 5 times, and all 5
results shall not exceed the time limit indicated in
the 30 mA row of Table 31.

The abowve set of tests shall then be repeated for N
each PV terminal. It is not required to test all PV
input terminals if analysis of the design indicates
that one or more terminals can be expected to have
the same result, for example where multiple PV
string inputs are in parallel.

If the inverter topology is such that the AC N
component of the wltage on the PV terminals is
very small, a very large amount of capacitance may
be needed to perform step a) of this test. In this
caseitis allowable to use resistance in place of or in
addition to the capacitance to achieve the required
amount of residual current. This method may not be
used on inverter topologies that result in an AC
component on the PV terminals that is equal to or
greater than the RMS value of the half- wave
rectified mains woltage.

4.8.3.6 Systems located in closed electrical operating areas

For systems in which the inverter and a DVC-B or
DVC-C PV array are located in closed electrical
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operating areas, the protection against shock
hazard on the PV array in sub-clauses 4.8.2.1,
4.8.2.2,4.8.3.2,4.8.3.4, and 4.8.3.5.1 b) is not
required if the installation information provided with
the inverter indicates the restriction for use ina
closed electrical operating area, and indicates what
forms of shock hazard protection are and are not
provided integral to the inverter, in accordance with
5.3.2.7. The inverter shall be marked as in 5.2.2.6.

5 Marking and documentation
5.1 Marking
5.1.4 Equipment ratings

TV|(T|T]| O

In addition to the markings required in other clauses
of Part 1 and elsewhere in this Part 2, the ratings in
Table 32 shall be plainly and permanently marked
on the inverter, where it is readily \visible after
installation. Only those ratings that are applicable
based on the type of inverter are required.

An inverter that is adjustable for more than one P
nominal output wltage shall be marked to indicate
the particular wltage for which it is set when
shipped from the factory. It is acceptable for this
marking to be in the form of a removable tag or
other non-permanent method

5.2 Warning markings

5.2.2 Content for warning markings

5.2.2.6 Inverters for closed electrical operating areas

Z|(Z2|(T| T

Where required by 4.8.3.6, an inverter not provided
with full protection against shock hazard on the PV
array shall be marked with a warning that the
inverter is only for use in a closed electrical
operating area, and referring to the installation
instructions.

5.3 Documentation

5.3.2 Information related to installation
5.3.2.1 Ratings

Subclause 5.3.2 of Part 1 requires the
documentation to include ratings information for
each input and output. For inverters this information
shall be as in Table 33 below. Only those ratings
that are applicable based on the type of inverter are
required.

T|TV|(T|TO

5.3.2.2 Grid-interactive inverter setpoints N

For a grid-interactive unit with field adjustable trip N
points, trip times, or reconnect times, the presence
of such controls, the means for adjustment, the
factory default values, and the limits of the ranges of
adjustability shall be provided in the documentation
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for the PCE or in other format such as on a website.

The settings of field adjustable setpoints shall be N
accessible from the PCE , for example on a display
panel, user interface, or communications port.

5.3.2.3 Transformers and isolation

An inverter shall be provided with information to the
installer regarding whether an internal isolation
transformer is provided, and if so, what level of
insulation (functional, basic, reinforced, or double)

is provided by that transformer. The instructions
shall also indicate what the resulting installation
requirements are regarding such things as earthing
or not earthing the array, providing external residual
current detection devices, requiring an external
isolation transformer, etc.

5.3.2.4 Transformers required but not provided

An inverter that requires an external isolation
transformer not provided with the unit, shall be
provided with instructions that specify the
configuration type, electrical ratings, and
environmental ratings for the external isolation
transformer with which it is intended to be used.

5.3.2.5 PV modules for non-isolated inverters

Non-isolated inverters shall be provided with
installation instructions that require PV modules that
have an IEC 61730 Class A rating. If the maximum
AC mains operating wltage is higher than the PV
array maximum system wltage then the instructions
shall require PV modules that have a maximum
system wltage rating based upon the AC mains
voltage.

5.3.2.6 Non-sinusoidal output waveform information

The instruction manual for a stand-alone inverter not N
complying with 4.7.5.2 shall include a warning that
the wawveform is not sinusoidal, that some loads may
experience increased heating, and that the user
should consult the manufacturers of the intended
load equipment before operating that load with the
inverter. The inverter manufacturer shall provide
information regarding what types of loads may
experience increased heating, recommendations for
maximum operating times with such loads, and shall
specify the THD, slope, and peak wltage of the
waveforms as determined by the testing in 4.7.5.3.2
through 4.7.5.3.4.

5.3.2.7 Systems located in closed electrical operating areas N

Where required by 4.8.3.6, an inverter not provided N
with full protection against shock hazard on the PV
array shall be provided with installation instructions
requiring that the inverter and the array must be
installed in closed electrical operating areas, and
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indicating which forms of shock hazard protection
are and are not provided integral to the inverter (for
example the RCD, isolation transformer complying
with the 30 mA touch current limit, or residual
current monitoring for sudden changes).

5.3.2.8 Stand-alone inverter output circuit bonding

Where required by 7.3.10, the documentation for an
inverter shall include the following:

— if output circuit bonding is required but is not P
provided integral to the inverter, the required means
shall be described in the installation instructions,
including which conductor is to be bonded and the
required current carrying capability or cross-section
of the bonding means;

— if the output circuit is intended to be floating, the
documentation for the inverter shall indicate that the
output is floating.

5.3.2.9 Protection by application of RCD’s Integrated with the PCE N

Where the requirement for additional protection in
4.8.3.1is met by requiring an RCD that is not
provided integral to the inverter, as allowed by
4.8.3.4, the installation instructions shall state the
need for the RCD, and shall specify its rating, type,
and required circuit location.

5.3.2.10 Remote indication of faults N

The installation instructions shall include an N
explanation of how to properly make connections to
(where applicable), and use, the electrical or
electronic fault indication required by 13.9.

5.3.2.11 External array insulation resistance measurement Insulation resistance N
and response measurement device is
integrated with the PCE

The installation instructions for an inverter for use N

with ungrounded arrays that does not incorporate all
the aspects of the insulation resistance
measurement and response requirements in
4.8.2.1, must include:

— for isolated inverters, an explanation of what N
aspects of array insulation resistance measurement
and response are not provded, and an instruction to
consult local regulations to determine if any
additional functions are required or not;

— for non-isolated inverters: N
* an explanation of what external equipment must
be provided in the system, and

» what the setpoints and response implemented by
that equipment must be, and

* how that equipment is to be interfaced with the rest
of the system.

5.3.2.12 Array functional grounding information N
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Where approach a) of 4.8.2.2is used, the N
installation instructions for the inverter shall include
all of the following:

a) the value of the total resistance between the PV N
circuit and ground integral to the inverter;

b) the minimum array insulation resistance to N
ground that system designer or installer must meet
when selecting the PV panel and system design,
based on the minimum value that the design of the
PV functional grounding in the inverter was based
on;

¢) the minimum value of the total resistance R = N
VMAX PV/30 mA that the system must meet, with
an explanation of how to calculate the total;

d) a warning that there is a risk of shock hazard if N
the total minimum resistance requirement is not
met.

5.3.2.13 Stand-alone inverters for dedicated loads N

Where the approach of 4.7.5.5 is used, the
installation instructions for the inverter shall include
a warning that the inverter is only to be used with
the dedicated load for which it was evaluated, and
shall specify the dedicated load.

5.3.2.14 Identification of firmware version(s) P

6 Environmental requirements and conditions

This clause of Part 1is applicable.

7 Protection against electric shock and energy hazards

7.3 Protection against electric shock

7.3.10 Additional requirements for stand-alone inverters

Zlz2|1Z2(Z2

Depending on the supply earthing system that a
stand-alone inverter is intended to be used with or
to create, the output circuit may be required to have
one circuit conductor bonded to earth to create a
grounded conductor and an earthed system.

7.3.11 Functionally grounded arrays

All PV conductors in a functionally grounded array
shall be treated as being live parts with respect to
protection against electric shock.

8 Protection against mechanical hazards

This clause of Part 1is applicable.

9 Protection against fire hazard P
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This clause of Part 1 is applicable with the following N
exceptions:

9.3 Short-circuit and overcurrent protection

9.3.4 Inverter backfeed current onto the array

The backfeed current testing and documentation
requirements in Part 1 apply, including but not
limited to the following.

Testing shall be performed to determine the current P
that can flow out of the inverter PV input terminals
with a fault applied on inverter or on the PV input
wiring. Faults to be considered include shorting all
or part of the array, and any faults in the inverter
that would allow energy from another source (for
example the mains or a battery) to impress currents
on the PV array wiring.

The current measurement is not required to include
any current transients that result from applying the
short circuit, if such transients result from
discharging storage elements other than batteries.

This inverter backfeed current value shall be Refer to EN 62109-1 test P
provided in the installation instructions regardless of
the value of the current, in accordance with Table
33........ 0 oS

10 Protection against sonic pressure hazards

This clause of Part 1is applicable.

11 Protection against liquid hazards

This clause of Part 1 is applicable. N
12 Protection against chemical hazards

This clause of Part 1 is applicable. N
13 Physical requirements
13.9 Fault indication

Where this Part 2 requires the inverter to indicate a
fault, both of the following shall be provided:

a) a visible or audible indication, integral to the
inverter, and detectable from outside the inwerter,
and

b) an electrical or electronic indication that can be
remotely accessed and used.

The installation instructions shall include information P
regarding how to properly make connections (where
applicable) and use the electrical or electronic
means in b) abowe, in accordance with 5.3.2.10.
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14 Components

This clause of Part 1 is applicable.

4.4.4 TABLE: Single fault condition to be applied N/A

Ambient temperature (°C).....cocveiviiiineinnnnnn. 1125 —

Power source for EUT: Manufacturer, -- _
model/type, output rating ...........cooceveennnn. :

4.4.4.15.1 | Fault-tolerance of residual current monitoring

Compone Fault Supply | Test Fuse # Fuse Observation
nt voltage | time current
No. V) (A)
- - - 5min - - --
- - - 5min - -- -
Check that the residual current monitoring operates properly

Supplementary information:

4.4.4 TABLE: Single fault condition to be applied N/A

Ambient temperature (°C) ...cooooviiiieiiieinnnnn. 1125 —

Power source for EUT: Manufacturer, -- _
model/type, output rating ..........cc.ocevviiennnns :

4.4.4.15.2 | Fault-tolerance of automatic disconnecting means

Componen Fault Supply | Test Fuse # Fuse Observation
t voltage | time current
No. V) (A)

There are two relays in serial used

Check that the relays fulfil the basic insulation or simple separation as automatic disconnection

based on the PV circuit working woltage. means. Contact gap is >1.5 mm for
each relay.

Each active phase can be switched. (L and N) Yes

Supplementary information:
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4.4.4.17 Cooling system fainlure — Blanketing test P
Test voltage (VdC) ...ovevvvvniinninnnin, : 450 -

Test current (Idc) 8.4 -

Test voltage (Vac)........ccoevevennennn. : 230 —

Test current (lac) 15.6 —

tamb1 CC) i : 23.3 —

tamb2 CC) oo : 27.1 —
maximum temperature T of part/at:: T (°C) Tmax
0

Ambient temp. 271 -
Enclosure (Top) 49.4 90
Enclosure (Side) 56.9 90
LCD panel 49.4 90
Enclosure (Bottom) 48.9 90
Mounting surface 50.2 90

Supplementary information:

4.8.2 TABLE: Array insulation resistance detection for inverters for ungrounded N/A
and functionally grounded arrays
4821 Array insulation resistance detection for inverters for ungrounded arrays N/A
DC Voltage below DC Voltage for Resistance Required Result
minimum operating inverter begin between ground Insulation
voltage operation and PV input resistance
V) V) terminal R = (Vmax pv/
(Q) 30mA)
Q)

DC+

DC-
Note:

For isolated inverters, shall indicate a fault in accordance with 13.9 (operation is allowed); the fault

indication shall be maintained until the array insulation resistance hasrecovered to a value higher
than the limitabove
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in parallel.

For non-isolated inverters, or inverters with isolation not complying with the leakage current limits
in the minimum inverter isolation requirements in Table 30, shall indicate a fault in accordance with
13.9, and shall not connect to the mains; the inverter may continue to make the measurement, may
stop indicating a fault and may connect to the mains if the array insulation resistance has
recovered to avalue higher than the limit above.
Itis not required to test all PV input terminals if analysis of the design indicates that one or more
terminals can be expected to have the same result, for example where multiple PV string inputs are

Supplementary information:

4.8.3.2 TABLE: 30mA touch current type test for isolated inverters N/A
Condition Current (mA) Limit ( 30mA)
DC+ to PE - -
DC- to PE - -

Supplementary information:

The touch current measurement circuit of IEC 60990, Figure 4 is connected from each terminal of
the array to ground, one at a time.

4.8.3.3 TABLE: Fire hazard residual current type test for isolated inverters N/A
Condition Current (mA) Limit (300mA or 10mA per kVA)
DC+ to PE = -
DC- to PE - -

Supplementary information:
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4.8.3.5 TABLE: Protection by residual current monitoring N/A
Output power (kVA) :

Input voltage (Voc):

Frequency (Hz):

Output AC Voltage (Vac):

Test conditions:

4.8.3.5.2 Test for detection of excessive continuous residual current N/A
Fault Current (mA) Disconnection time (ms)
Limit
300mA for output power < 30
Measured . . . .
=l @R kVA Measured Disconnection time Limit
10mA per kVA for output
power > 30 kVA
+ PV to N:

300 300
300 300
300 300
300 300
300 300
300 300
300 300
300 300
300 300
300 300

Note:

— maximum 300mA for inverters with continuous output power rating <30 kVA;

— maximum 10mA per kVA of rated continuous output power for inverters with continuous output
power rating > 30 kVA.

This test shall be repeated 5times, and for all 5tests the time to disconnect shall not exceed 0,3s.
The test is repeated for each PV input terminal. It is not required to test all PV input terminals if
analysis of the design indicates that one or more terminals can be expected to have the same
result, for example where multiple PV string inputs are in parallel.

Supplementary information:

4.8.3.5.3 |TABLE: Test for detection of sudden changes in residual current N/A
+PV to N
Limit Un —
(mA) Disconnection time (ms) Limit (ms)
s 300
= 300
2 300
2 300
= 300
at 150
o0 150
ud 150
o0 150
0 150
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150 40
150 40
150 40
150 40
150 40
-PVto N
Limit Un —
(mA) Disconnection time (ms) Ll )
30 300
30 300
30 300
30 300
30 300
60 150
60 150
60 150
60 150
60 150
150 40
150 40
150 40
150 40
150 40
Note:
The capacitive current is raised until disconnection.
Test condition: I¢ + 30/60/150mA <= Icmax. R1is set that 30/60/150mA Flow and switch Sis closed.
Supplementary information:

FIHEMRERRBSROFMAR i M AERITHLUXSRETUXEHE ik :Http://www.emtek.com.cn  #§# :xinnengyuan@emtek.com.cn

EMTEK (Shenzhen) Co., Ltd. Add: Building 69, Majialong Industry Zone, Nanshan District, Shenzhen, Guangdong, China Http://www.emtek.com.cn E-mail: xinnengyuan@emtek.com.cn

TRF No. : IEC62109 2B Page 97 of 103 Report No. :ENS2510110131P00101R Ver. 1.0



EMTEK(Y)

Access to the World

Pictures

23456788

Fig. 1 --Over view |

B 345678 9401 234668678 950

-
©
@
a

Fig. 2 --Owver view Il

FEMFEERBESROBMAE it FAERYFELURIRETUREIHE Mik:Http://www.emtek.com.cn #if :xinnengyuan@emtek.com.cn

EMTEK (Shenzhen) Co., Ltd. Add: Building 69, Majialong Industry Zone, Nanshan District, Shenzhen, Guangdong, China Http://www.emtek.com.cn E-mail: Xinnengyuan@emtek.com.cn

TRF No. : IEC62109 2B Page 98 of 103 Report No. :ENS2510110131P00101R Ver. 1.0



EMTEK(Y)

Access to the World

It
il

Fig. 3 --Over view Il

Fig. 4 --Over view IV

FEMFEERBESROBMAE it FAERYFELURIRETUREIHE Mik:Http://www.emtek.com.cn #if :xinnengyuan@emtek.com.cn
EMTEK (Shenzhen) Co., Ltd. Add: Building 69, Majialong Industry Zone, Nanshan District, Shenzhen, Guangdong, China Http://www.emtek.com.cn E-mail: Xinnengyuan@emtek.com.cn

TRF No. : IEC62109 2B Page 99 of 103 Report No. :ENS2510110131P00101R Ver. 1.0



EMTEK(Y)

Access to the World

A A
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Fig. 6 --Over view IV
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Fig. 7 --Over view IV
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*** End of Report ***
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Statement

1 . This report will be void without authorized signature or special seal for testing report.
2 . This report shall not be copied partly without authorization.

3 . The testresults or observations are applicable only to tested sample. Client shall be responsible for

representativeness of the sample and authenticity of the material.

4 . The observations or tests with special mark fall outside the scope of accreditation, and are only used for

purpose of commission, research, training, internal quality control etc.
5. The test results or observations are provided in accordance with measured value, without taking risks
caused by uncertainty into account. Without explicit stipulation in special agreements, standards or

regulations, EMTEK shall not assume any responsibility .

6 . Objections shall be raised within 20 days from the date receiving the report.
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